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telemetered in real time over telephone data lines to NRL for centralized recording and analysis.
Amplitude, spectral, and polatization characteristics are presented for the data analyzed.

Cross-correlation was used to determine propagation time delays between sites. The time delays
were used as input parameters for three methods of propagation analysis to determine the speed and
direction of arrivai of the Pel waves. The first analysis method considers the propagation o be that of a
plane wave traveling over a flat Earth; the second method considers the propagation to be that of a plane
wave traveling over a spherical earth. The third method (called the source location method) assuems that !
the wave front spreads radially over a spherical earth from a localized source. Of the three analysis
methods, the source location method satisfied the data best, had smaller standard deviations for the values
of propagation velocity determined, and was more consistent in computed direction of arrival. No case
of east-to-west propagation was observed, but this is primarily due to the mid-latitude location of the
observation sites. The directions of propagation that were detected tended to coincide approximately with
that of the geomagnetic meridian in the vicinity of the particular site. This directional tendency was most
pronounced for the source location method of analysis. Propagaticn group velocities ranging from 440 to
1523 km/s were observed. Variation in group velocity for a given eveni over a period of an hour was
typically less than 10%, Attenuation rates ranging from 0 to 13 dB/1000 km, with an average of 6.5
AB/1000 km, were observed. Because of the high attenuation rate relative to the ELF band, the large
variability in attenuation rate, the limited period of time during which ionospheric ducting is effective, and
the apparent directionality associated with ducted propagation, the use of the 0.5-2.0 Hz frequency band
for long-range communications is not recommended.
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EXPERIMENTAL INVESTIGATION OF THE CHARACTERISTICS OF Pcl
MICROPULSATION PROPAGATION USING A MIDLATITUDE
FIVE-STATION RECEIVING NETWORK

1. INTRODUCTION

The use of electromagnetic waves with frequencies below 100 Hz for communications
between land-based sites and deeply submerged terminals has received much attention in
the 1970s. The interest in this frequency band is due to its potential for delivering infor-
mation over distances of thousands of kilometers with only a few decibels of attentuation
and because of the increased penetration of seawater obtainable at the lower frequencies.
At ELF frequencies (6 Hz-3 kHz) the low attenuation rates for propagation between
land-based or airborne sites are due to the existence of efficient waveguide modes between
the ionosphere and the surface of the earth [1]. Attenuation along the vertical path,
from the air-seawater boundary to the depth of the receiving terminal, can be calculated
using simple skin-depth equations. At a frequency of 60 Hz, which is the center of the
40- to 80-Hz band of the proposed SEAFARER. system, the attenuation loss incurred in
penetration to depths of 100 and 300 m would be 26.7 and 80.2 dB, respectively, assum-
ing a seawater conductivity of 4 mho/m. Dropping still lower in frequency, to the ULF
band (below 6 Hz), results in much smaller losses. At 1 Hz the attenuation values would
be 3.5 dB at 100 m and 10.4 dB at 300 m. Hence, by dropping from the SEAFARER
band to the lower frequency of 1 Hz, a 23-dB advantage in signal strength could be
realized at 100 m depth and a 70-dB advantage at 300 m, assuming comparable signal
strengths at the surface. The signal strength at the surface depends on the power and
radiation efficiency of the generation mechanism and the propagation losses incurred
along the transit path. At ELF frequencies the waveguide duct is bounded on the lower
side by the surface of the earth and on the upper side by the E- or F-layer of the
ionosphere. At ULF frequencies waveguide ducting is also theoretically possible [2-5].
The ULF duct boundaries are usually within the ionosphere itself, with the center of the
duct at the height of the Fy layer maximum plasma density. Manchester [6] has calcu-
lated that for nighttime conditions at frequencies below 0.7 Hz the E layer may be
transparent, so that the duct includes the free-space layer down to the surface of the
earth. When the duct boundaries are entirely contained within the ionosphere, the signal
strength observed at a site below the ionosphere depends on leakage through the lower
waveguide boundary. Hence, at ULF frequencies excessive duct containment of the wave
could lead to small signal strengths at subionospheric receiving sites.

The utility of an electromagnetic wave for communications depends on the signal-to-
noise ratio and also on the rate at which information can be conveyed on it. The latter
consideration is of substantial concern for ULF, for which the carrier frequency is of the
order of only 1 Hz. Whether a ULF-band communications system could ever be
considered an alternative to the SEAFARER ELF gystem depends on *

Manuscript submitted November 10, 1976.



ALTHOUSE AND DAVIS
1. Attainment of a ULF wave-generation mechanism that ean be suitably modulated

2. Existence of an efficient propagation mode that will allow omnidirectional propa-
gation in the horizontal direction.

Generation of ULF waves by the conventional means of an antenna and associated
electronic driving system is probably impractical because the radiation efficiency of an
antenna decreases roughly as the square of the frequency radiated. The radiation effi-
ciency for the SEAFARER system is approximately 1(}"4, and at 1 Hz it would be three
orders of magnitude smaller, The prospect of generating propagating waves in the 1-Hz
region probably would not have been seriously considered were it not that a naturally
existing background of nearly coherent emissions that range from 0.5 to 2 Hz, commonly
known as Pcl micropulsations, have been observed and recorded for many years, indica-
ting that a generation mechanism does exist, Whether or not such a mechanism can be
controlled is still uncertain. Davis et al. [7] describe possible methods by which ULF
emissions might be created artificially. These methods include perturbation of the
ambient ionospheric dynamo currents by means of

1. E- and F-region electron density modifications accomplished by the technique of
“ionospheric heating,” using a powerful HF radar installation

2. Artificial cesium ionization implants in the 90- fo 140-km altitude range.

Also considered is the possible stimulation of a magnetospheric VLF-ULF three-wave
interaction using appropriately located high-power VLF transmitters.

Willis and Davis {81 expanded on the VLF-ULF three-wave interaction theory and
presented experimental results obtained in October of 1973 and 1974. Although the daia
suggested a link between VLF transmitter modulation intervals and commencement or
enhancement of micropulsations, these indications were weak and not always repeatable.
A research effort by Fraser-Smith and Cole {9] also has had some limited success in
statistically correlating ULF emissions with VLF t{ransmitter operation at the Siple station
in Antarctica, Willis and Davis concluded that the most promising method of ULF wave
generation would be conventional large antenna and power transmitter hardware; this,
however, is impractical with present fechnological constraints,

The purpose of the research described in this report is to investigate the characteris-
tics of ULF ducting, which, as pointed out previously, are equally as important for a
successful long range communications system as is the attainment of a generation mecha-
nism, The particular properties studied were the following:

1. Experimental confirmation of the existence of the duct

2. Preferred directions of travel within the duct

3. Group and phase velocities

4. Observed attenuation rates

5. Suitability of the duct as a communications channel.
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To make the necessary observations, a five-site network consisting of two orthogonal
single-axis induction antennas at each location was established. The site locations were
Canandaigua, New York; Indian Head, Maryland; Wayne, West Virginia; Champaign, Illinois;
and Panama City, Florida. Site separations ranged from 450 to 1600 km, Al data were
telemetered on dedicated telephone data lines to NRL for centralized recording and sub-
sequent analysis. Cross-correlation techniques were applied to determine time-of-arrival
differences between sites. This information was subsequently used for determination of
direction of arrival and propagation speed by least-square exror analysis methods using
data from all five sites. Three different analysis methods were used: The usual plane-
wave, flat-earth method, a plane-wave, spherical-earth method, and a spherical-earth,
curved-wavefront method. Polarization histories were prepared for each data window
analyzed. Spectral and amplitude-time developments of the Pel emissions are also
illustrated.

The network of observation stations used in this research differs in several respects
from others reported in the literature:

1. The spacing of the stations is closer, allowing superior spatial resolution of micro-
pulsation characteristics.

2. The larger number of sites used (five instead of two or three, as in most other
studies) creates redundancy in the observables and allows greater confidence in conclusions
derived from them.

3. A two-way (duplex) telephone line telemetry system is used from all sites to NRL
to permit simultaneous recording of all data on a single tape recorder. This eliminates the
greatest potential source of error—the need to maintain precision timing at each site and
to later synchronize data records for cross-correlation.

4. A calibration system using half of the duplex telephone line is employed to
quantify phase shifts through the entire system, including filters, telemetry components,
and tape recorder. In addition, it permits an NRL-activated check on antenna phasing,
system frequency response, and gain calibration.

The next section of this report is a brief introduction to the phenomenon of Pcl
hydromagnetic emissions, for the benefit of those who have little background in this area.
The current concepts of the origin of the emissions in the magnetosphere and of ducted
propagation in the ionosphere are reviewed. In Sec. 3 a detailed description of the data
acquisition system and data processing system is presented. For the benefit of readers
who may be interested in similar installations, the description of the data acquisition sys-
tem includes identification and approximate costs of key components. Section 4 is
devoted to description of three different methods used for analyzing the data to deter-
mine propagation speed and direction of arrival. The fifth section discusses the data
obtained from the five-station network, the results obtained from applying the three
methods of analysis to the data, and the conclusions inferred. Section 6 summarizes the
results of the last section and relates them to the feasibility of establishing a naval com-
munications system which uses frequencies in the 0.5- to 2-Hz band.
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2. THEQORY AND BACKGROUND
The Pcl Micropulsation Band

Because it is not possible at present to generate controlled ULF emissions for duct
propagation studies, the class of natural emissions known as Pcl micropulsations was
studied to permit deductions about duct properties. The term “Pc’’ refers to “pulsation
continuous”™ and is distinguished from the irregular class of pulsations known as Pi’s. The
suffix “1” indicates the frequency band, defined by international convention as 0.2 to 5
Hz. Pc2, Pc3, and Ped’s are also defined and designate bands that are progressively lower
in frequency. An example of an amplitude-time display of a typical Pcl event is shown
in Fig. 1. The display at the top of the iillustration represents the signal observed on the
induction antenna oriented along a magnetic north-south direction at the Canandaigua,
New York {NY), receiving site. The second display from the top represents the data ob-
tained from the antenna oriented in an east-west direction. Proceeding downward
similarly in groups of two displays, the data received from the Champaign, Illinois (IL),
Indian Head, Maryland {MD), Wayne, West Virginia {WV), and Panama City, Florida
(FL), sites are shown. The time scale of the display (running from left to right) is com-
pressed to the extent that the carrier frequency (1.25 Hz) cannot be resolved and appears
as a blur under the modulation envelope. The actual time window shown is 10.6 min,
With this choice of time scale the modulations appear as beads on a string; hence they
are often called “pearls.” The data shown were bandpass filtered at a Q of 50, and the
displays serve well to show that this amount of fillering does not severely broaden the
modulation detail.

The choice of the Pcl band as a vehicle of ULF communications research stems from
the following observations. In the class of natural continuous emissions, the Pel band
has the highest frequency mnd therefore can support the highest information rate. In con-
frast to lower frequency micropulsation bands, the Pel class of emissions appear to
represent eleciromagnetic disturbances characteristic of traveling rather than standing
waves. Pcl events can be observed at sites separated by several thousand kilometers with-
out losing identifying features. Close observation of envelope modulation sequences hes
shown that propagation group velocities range from 500 to 2000 kmy/s.

Theory of Quigin of Pel’s

Current theory places the generation-amplification mechanism of Pcl’s in the magne-
tosphere at a distance of about 4 to 10 earth radii and at approximately equatorial
latitude. Several generation mechanisms have been proposed, but the one that is cur-
rently most widely accepted involves a cyclotron instability process within the energetic
equatorial proton belt. Jacobs’ book on geomagnetic micropulsations [10] and references
coniained therein present an explanation of the mechanism as well as earlier, less
plausible postulates. In-depth perspective can be obtained from papers by Criswell {11},
Campbell {12], and Troitskaya and Gulelmi {13].

The cyclotron resonance mechanism is indicated schematically in Fig. 2. Shown
here is the earth, a concentric ionosphere, several magnetic field lines that extend outward
10 earth radii at the equator, and the equatorial proton belt. If a hydromagnetic wave
enters the proton belt it can be amplified by transferral of kinetic energy from the

4
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Fig. 1-—Typical appearance of an amplitude-time record of a Pel event. From top to bottom the strip re-
cordings alternate north-south and east-west horizontal components for the stations located at New York,
Dlinois, Maryland, West Virginia, and Florida. The data are from day 119 and were filtered at a center
frequency of 1.25 Hz at a Q of 50. A window of 10.6 min of data is shown.
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Fig. 2—Schematic representation of the earth, ionosphere,
and magnetosphere with magnetospheric proton-belt ampii-
fication

protons if the wave and particles are in resonance. Resonance is achieved if (in a refer-
ence system moving with the particles) the sense of rotation and angular velocity of the
electric and magnetic field vectors of the wave are the same as the sense of rotation and
angular velocity of the particles around the geomagnetic field line. If a hydromsgnetic
wave enters the proton belt from fhe southern hemisphere and resonance conditions are
satisfied, an instability process is triggered, resulting in the emission of a new hydro-
magnetic wave coherent with the first and traveling toward the northem hemisphere. The
hydromagnetic wave is guided by the geomagnetic field line on which the resonant infer-
action occurred. 'The waves are left-handed {LH) circudarly polarized waves and aye
commonly referred to as slow Alfven waves. When the wave impinges upon the iono-
sphere at approximately Fq-layer altitude a partial reflection occurs, and a fraction of the
incident wave is sent back along the field line into the proton belt, where it may or may
not again undergo amplification. A fraction of the energy of the wave also leaks through
the ionosphere and can be detected on the surface of the earth. Some of the wave
energy may also be converted into waveguided modes that travel in an ionospheric duet
centered at the altitude of the Fy-layer maximum plasma density (nominally 350 km).
The ionospheric region where the wave impingement occurs is sometimes referred to as a
secondary source region, because it is from this localized area that ducted propagation
proceeds. The frequency of the hydromagnetic waves in the earth’s frame of reference

is only about 50% of the ion cyclotron frequency because of the Doppler shift caused by
the motion of the protons along the field lines. If only one wave packet is bouncing
between hemispheres, then the period of the envelope modulation is related to the
bounce time along the field line from the ionospheric reflection point in one hemisphere
{o the conjugate reflection point in the other hemisphere and back again. When several
wave packets are active, however, the modulation periods will be irregular.

When an instability or resonant interaction is triggered, the resultant wave amplitude

growth is generally nonlinear, T, Watanable [14] has shown that if the nonlinear terms
are included in the Boltzmann equations for a cold plasma background of electrons and
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protons in which is also included a small fraction of nonthermal protons, then the
apparent observed frequency of the wave increases with time when the wave amplitude
grows with time. As with all such instabilities, the growth continues only as long as con-
ditions are favorable, and then the process decays.

The Ionospheric Duct

The existence of natural waveguide ducts in the ionosphere has been given theoreti-
cal credence by Dessler [156], Manchester [4, 6], Tepley and Landshoff [5], Kawamura
[16], and Greifinger and Greifinger [2, 3]. The following results are due primarily to
Greifinger and Greifinger.

During daytime conditions, when large ion-neutral collision frequencies prevail, the
mathematical complexity of the propagation equations is severe. To obtain tractable
mathematics it is necessary to consider the geomagnetic field to be vertical. The con-
clusions obtained, therefore, are less valid at low latitudes than at high ones. The import-
ant feature of the analysis is that under daytime conditions attenuation is high and pro-
pagation in the duct extends to distances of only hundreds of kilometers. Under
nighttime conditions the ion-neutral collision frequency is small compared to the ion
cyclotron frequency, and the propagation equations simplify. The restriction of a vertical
magnetic field is relaxed. Low attenuation is computed (less than 1 dB/1000 km) in the
plane of the magnetic meridian, and propagation is expected to extend for thousands of
kilometers. In directions off the magnetic meridian, coupling between the slow Alfven
mode (field guided) and the fast Aliven mode (ducted) occurs, producing resonant
absorption peaks. The frequency of the resonances depends on ionospheric properties
and geomagnetic dip angle (and consequently on geomagnetic latitude), but not on the
angle of propagation relative to the magnetic meridian. The magnitude of the resonance,
however, does depend on the angle of propagation and increases rapidly as E-W propaga-
tion is approached. This suggests that off-meridian propagation may be restricted to
certain passbands. But since the passbands are different for different geomagnetic lati-
tudes, it is questionable whether propagation can continue without severe attenuation for
directions other than geomagnetic N-S or possibly exactly geomagnetic E-W,

Over a frequency range of 0.5 to 5.0 Hz, at least three waveguide modes may pro-
pagate, but the attenuation rate for the lowest mode is the smallest and is only weakly
dependent on frequency. Each propagating mode has a low-frequency cutoff that is a
characteristic of the boundary conditions of the waveguide (specifically the finite thick-
ness of the vacuum layer) and is not a consequence of increasing attenuation. The cutoff
frequency for the lowest mode is around 0.5 Hz and is higher at night than during the
day. For measurements of Pcl micropulsations at the surface of the earth, which is out-
side the waveguide duct, there is an effective high-frequency cutoff in any band because
of an exponential decrease with frequency of the transmission coefficient of the lower
waveguide boundary.

Along the magnetic meridian the phase velocity is a monotonically decreasing func-
tion of frequency. At the low-frequency cutoff the phase velocity approaches infinity.
Above cutoff it decreases rapidly and appears to approach an asymptote of constant
velocity. By varying ionospheric parameters in such a way as to represent the extremes
of sunspot maximum and minimum conditions, Greifinger and Greifinger [2] obtained

7
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group velocities of 400 km/s for nighttime sunspot maximum conditions and 720 km/s
for nighttime sunspot minimum conditions. Phase velocities well above cutoff were about
50% higher. Manchester {6] calculated a corresponding group velocity of 800 km/s with
a phase velocify of 1000 km/s well away from cutoff but made no effort to asceriain

the effects of sunspot conditions. Apparently the difference between phase and group
velocity can be at least 100 to 200 km/s well away from cutoff and much greater near
cutoff,

For off-meridian propagation the phase velocity is no longer a monotonically de-
creasing function of frequency {3]. Significant anomalies characteristic of resonance be-
havior appear in the phase velocity-vs-frequency graphs. The anomalies become greater
as B-W propagation is approached. Deviations in phase velocity for E-W propagation can
be = 30% to 40% over the corresponding velocity along the meridian, Over an 0.15-Hz
bandwidth it is possible to have a 67% change in phase velocity for E-W propagation,
29% change at an angle of 45 degyees off the geomagnetic meridian, and only 8% change
for propagation along the meridian. Off-meridian propagation may therefore be plagued
with both possible high attenuation and high dispersion. Neveriheless, there are regions
where the effects of attenuation and dispersion for off-meridian propagation are less ex-
tremme than the example given above. The question of whether ducted Pcl micropulsa.
tion propagation is limited in direction along the geomagnetic meridian is still unresolved.

Experimental observations with land-based equipment have been made by several
waorkers to evaluate the character of Pcl ducting. Manchester [6] analyzed data from
two Australian stations separated by 1200 km and within 2.6 degrees of the same
geomagnetic meridian. He assumed that duct propagation was limited to the geomagne-
tic meridian plane and made deductions of group velocity from cross-correlations of the
envelopes of Pel signals observed at each site. Group velocities ranging from 460 to
800 km/s were determined, and an inverse relationship between group velocity angd the
critical frequency of the F, ionospheric layer was shown to exist.

Wentworth et al. {171, made observations of Pel micropulsations using a bssically
N-S-oriented network of five sites located at College, Alaska; Palo Alto, California; Kauai,
Hawaii; Canton Island; and Tongatapu. The latter two stations lie in the South Pacific,
are south of the geomagnetic and geographic equator, and were most useful for trans-
equatorial and interhemispheric studies. Al siles lie close to the same geomagnetic
meridizn except Palo Allo, which lies 40 degrees {o the east. Based on a statistical sum-
mary of six events containing a combined total of 60 pearls observed at Palo Alto and
Kauvai and of three events containing 91 pearls observed at College and Kauai, an average
group veloeity of 900 km/s was reported. Again the assumption that propagation is
along the geomagnetic meridian was invoked.

Camphell and Thomberry {18],were the first to report observations suggesting the
occurrence of E-W propagation. They used a widely separated network of five stations
located at Great Whale River, Quebec; Bouilder, Colorado; Newport, Washington; College,
Alaska; and Maui, Hawaii. From a 14-min sample of one Pcl event they concluded that
east-to-west propagation occurred for this event at a group velocity of 2300 km/s with a
standard deviation of 500 km/s.
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A second claim to E-W propagation is reported by Fraser [19] who used a widely
separated three-station network with locations of Great Whale River, Quebee; Boulder,
Colorado; and College, Alaska. Because of a judicious system of data selection that re-
tained only those data samples that had near-linear polarization (small ellipticity), constant
polarization major-axis orientation, and high cross-correlation coefficients, a set of some
40 Pcl events was thinned to 2 useful ones. Since a Pcl event frequently consists of
several sets of rising elements that can interfere with one another, Fraser (as well as
Campbell) riarrow-band filtered the signals to a bandwidth of the order of hundredths of
hertz before cross-correlating the envelopes to obtain group time delays. Both of Fraser’s
events indicated approximately east-to-west propagation and group velocities from 570 to
2500 km/s, depending on which data sample and frequency band was used. However, the
data presented have some disturbing qualities. For one of the events analyzed, within a
time span of 31 min and a frequency span from 0.58 to 0.70 Hz, there is a factor of four
difference in computed velocities. Within a time span of 22 min and within a single
narrow frequency band centered on 0.58 Hz, a factor of two difference in velocity was
computed. These observations of E-W propagation pose a dilemma. Is E-W propagation
higher in velocity and more highly variable than N-S propagation, or are the observations
inaccurate?

Polarization

The polarization of the field-line guided, or slow, Alfven wave is left-hand (LH)
circular in the northemn hemisphere. Sites at high latitudes that ave directly below the
ionospheric reflection point would most likely see similar polarization characteristics.

Sites at middle and low latitudes have polarization characteristics that are modified by
ionospheric mode conversions, ducting properties, and interference from refracted waves
and from waves originating from other secondary source regions. Because of the relatively
high conductivity of the surface of the earth, the vertical component of the hydromagne-
tic emissions observed is usually small. Consequently, polarization determinations are
frequently made from measurements from two orthogonal antennas in the horizontal
plane.

Altman and Fijalkow [20, 21] determined mathematically that if the slow Alfven
wave is vertically incident on the ionosphere, LH polarization will be observed at the
surface of the earth at high latitudes, but as the distance from the source increases this
will gradually change to right-hand (RH) polarization at lower latitudes. Greifinger [22,
23], assuming a vertical magnetic field, analyzed the consequences of activation of the
ionospheric duct by a wave from a finite source incident obliquely on the-high-latitude
ionosphere. Again LH elliptical polarization is predicted for earth-based observations
beneath the source. This changes to RH polarization as the distance from the source in-
creases and degenerates to linear polarization at large distances. Baranskiy [24] analyzed
the polarization properties of Pcl pulsations propagating in a homogeneous boundless
plasma. The polarization in the medium was considered to be linear. The effects of the
boundaries of the actual ionospheric duct were neglected and assumed to be of second-
ary importance. He determined that the direction of the horizontal projection of the
pulsation magnetic field vector (which is equivalent to the direction of the polarization
observed on earth with orthogonal horizontal sensors) tends to point toward the second-
ary source region at high and middle latitudes. Another interesting property pointed out
from the observations of Lyatskiy and Selivanov [25] is that the polarization tends to

9
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aline toward the direction of the magnetic meridian during the intensity maxima of the
pulsations. This relationship between polarization orientation and the intensity of the
signal suggests that under some circumstances the polarization direction can be attribut-
able to the properties of the source mechanism rather than to the relative geographical
location of the source.

Polarizations observed at middle and high latitudes are generaily elliptical. Com-
parison of polarization characteristics such as ellipticity, sense of phasor rotation, and
orientation of major axes have been largely inconsistent at high latitudes. This inconsist-
ency is generaily ascribed to proximity to the secondary source region, where competition
between the direct and dueted wave produces highly variable resulls. As lower latitudes
are approached better consistency in observations is achieved for narrow-band evenis or
for narrow-band-filtered segments of broad-band events., The importance of bandwidth in
analyzing amplitude-time and polarization records is well illustrated by Pope {268]. Pope
noted that Pcl events consist of a multitude of rising tones (spectrogram fine structure}
of different frequencies that may overlap with respect to time. He showed that beating
occurred between different frequency componenis that overlapped temporarily, causing
a substaniial distortion of the amplitude-time envelope modulation. Te investigate the
effect of beating on the polarization he considered the summation of two elliptically
polarized waves of two different frequencies which increased linearly with time and of
two different major axis orientations but with the same ellipticities and senses of phasor
rotation. He defermined that as time progressed the ellipticity of the resultant wave
varied cyclically through the extremes of linear to elliptical to circular and that the major
axis orientation varied by 90 degrees. At each point in time at which linear polarization
occurred the phasor rotation reversed. These important results demonsirate that when
comparing polarizations or amplitude-time data among various sites it is imperative that
the event be either naturally narrow-band or electronically filtered to produce narrow-
band sections in which the rising tones do not overlap in time.

Observations of Pel polarizations at low and middle latitudes by Baranskiy [24],
Troitskaya et al. [27] and Summers and Fraser [28] have shown a consistent diumal
variation of the orientation of the major axis of the polarization ellipse. In the northem
hemisphere an early moming counterclockwise (CCW) rotation of the polarization major
axis occurs from an initial northeast dirvection {0 a subsequent northwest direction. In the
southemn hemisphere the rotation is in the clockwise {(CW}) direction. Baranskiy {24]
suggests {with caution due to the himited data analyzed) that the Pcl source regions
follow the morning side of the dawn day-night terminator.

Summeyrs [29] showed that the path of the hydromagnetic wave undergoes signific-
ant refraction when propagating through a medium with changing plasma density. He
considered the effect of increasing plasma density as the equator is approached and found
that if the density gradient is along the meridian, then as the wave propagates in the duct
toward the equatoyr it is refracted toward the meridian. The farther the wave is originally
angled away from the meridian, the harder it is refracted toward it. Observations by
Tepley [30] and Smith [31], which indicated that the polarization approaches the direc-
tion of the magnetic meridian as the latitude of the observation point decreases, tend to
support the refraction phenomenon if one accepts the hypothesis that polarization direc~
tion indicates propagation direction.
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Summers and Fraser [28] have determined from observations that there does not
appear to be any significant dependence of the polarization ellipse major axis orientation
on frequency and that there does not seem to be any relationship between phasor rota-
tion and time of day or event signal frequency.

Fraser and Summers [32] suggested the possibility that for near-linear polarization
the direction of the major axis may also point to the source region for propagation
directions away from the magnetic meridian at low latitudes. This hypothesis appears to
conflict with Baranskiy [24] and ignores the effects of refraction mentioned above. In
support of this hypothesis four case studies were presented. Of the four only two had
linear polarization data at three sites simultaneously that could be projected to attempt
source region location. Of these two cases only one succeeded in having the polarizaticn
projections converge in a common region. We do not believe that the data presented
adequately support the hypothesis.

3. DATA ACQUISITION AND PROCESSING
SYSTEMS DESCRIPTION

The Five-Station Network

The locations of the five ULF receiving sites are shown in Fig. 3. The L-shell con-
tours associated with the geomagnetic Mcllwain coordinates are also included for an alti-
tude of 200 km. Data for these contours were extracted from the 1970 NASA publica-
tion SP-3054 [33]. The New York site (hereafter denoted by the symbol NY) was
located on the property of the Federal Communications Commission, Canandaigua, N. Y.
The geographic coordinates are 42.90°N, 77.27°W, and the geomagnetic L-shell value is
approximately 3.1. The Illinois site (IL) was located at the University of Illinois
Monticello Road field station, Champaign, Ill. (coordinates 40.02°N, 88.32°W; L ~ 2.7).
The Maryland site {MD) was situated in a quiet area of the Naval Ordnance Station,
Indian Head, Md. (coordinates 38.55°N, 77.24°W; L ~ 2.7). The West Virginia site (WV)
was located on a farm in Wayne, W, Va. (coordinates 38.25°N, 82.43°W; L =~ 2.6). The
Florida site (FL} operated from the nonrnagnetic site of the Naval Coastal Systems Lab-
oratory, Panama City, Fla. (coordinates 30.17°N, 85.75°W; L & 1.9). The five-station
network was in continuous operation from April 9, 1975, to February 19, 1976. A four-
station network consisting of the NY, MD, WV, and FL sites was operated prior to that
period from December 16, 1974, to April 8, 1975, An initial three-site grid consisting
of the NY, MD, and WV sites was in operation from November &, 1973, to December 15,
1974, Identical receiving systems that operated unattended were used at each location.
From each site data from two antennas oriented orthogonally in magnetic north-south
and east-west directions in a horizontal (level) plane were telemetered continuously to
NRL over type-C2 conditioned telephone data lines using FM-modulated carriers. The
consequent ten channels of data received at NRL were demodulated and recorded on
analog and digital recorders along with time information accurate to within a few milli-
seconds. A calibration system that was activated at NRL and that excited all five stations
simultaneously was used to measure differences in phase shift between pairs of field
systems and telemetry links. The calibration circuit was also used to measure overall
system frequency response at all sites and to provide a check on amplitude calibration.
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Fig, 3—The geographic locations of the five receiving sites
and the Mcliwain L-shell contours for an altitude of
200 km

A block diagram of the entire receiving system from field to laboratory is shown in
Fig, 4. A detailed description of each of the block components follows below.

The Anienna

The antenna used was of the induction type, with thousands of tums of wire wound
on a laminated moly-permalloy core. They were purchased from Geotronics Corp.,
Austin, Tex., at a cost of $2150 each (1974). The entire coil is encased in a type-304
stainless steel cyiindrical jacket and potted in polyurethane rubber. There is a Faraday
shield between the case and cbil. The outside dimensions are approximately 2-m length
by 7.6-cm cross-sectional diameier. The antenna inductance is 605 H, resistance is 438
£2, distributed capacitance is 0.00134 uF, and unloaded sensitivity is 137 uV/Hzy. An
effective shunt resistance of 58.7 k&l across the induetance must be included for analyti-
cal equivalent circuit analysis. For good transient response the antenna must be shunt
loaded with a resistance of 1 to 2 k{}; a 1.48-k{2 loading resistor was used for the meas-
urements reported here. The loaded antenna response is shown in Fig. 5. The addition
of the loading resistor reduces the initial +6-dB/octave response from 137 #V/Hzy to ap-
proximately 100 uViHzy and ultimately flatiens the response at 50 pV/y above 2 Hz.
Additional roli-off attained by using either a 2-pF (curve B) or 10-uF (curve A} shunt
capacitor is also shown. A quality nonelectrolytic 10-uF capacitor was used in all field
installations to assure adequate rejeciion of 60-Hz and other high-frequency noise. The
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effective 3-dB bandwidth of the resistive and capacitive loaded antenna covers the approx-
imate interval of 0.45 to 12 Hz. This bandwidth is altered by subsequent stages of
filtering.

Nuoise characferistics for these antennas were not available from the manufacturer.
However, in the Pel frequency range we believe these antennas are of greater utility
for most practical applications than air-core antennas. Initial attempts to use 16 000-
turn-2-m-diameter air-core antennas, with characteristics as reported for style b in ref. 34,
at the NY, MD, and WV sites had to be abandoned because of the difficulty of isolating
the antennas from motion noise caused by wind or acoustic waves. Attemptis to isolate
the air-core antennas by installing them in excavated {renches falled because of retain
several feet of water for long periods of time. The use of wooden shacks to shelfer
above-earth installations was often unsatisfactory in high wind condifiens and in addition
complicated the logistics of the sife installation, depending on the jurisdictional and
environmental constraints of the area used.

One last vexation associated with air-core antenna usage is worth mentioning. Con-
nections to the antenna leads were repeatedly troublesome in hot, humid weather because
of elecirochemical actions generated in the solder junctions within a few days to a few
weeks. Because of the high impedance of the air-core antennas (138 kf2) and the
conseqguent need of a high-impedance amplifier, the noise voltage generaled in the solder
joint was often tramsferred through the system at a level comparable to that of the
induced Pcl micropulsations., During dry weather or in dry climates the solder-joint
noise difficulty does not usually arise.

The moly-permalioy core antennas transfer a substantially lower percentage of
cabledead junction noise (from thermal, contact potential, or electrochemical origin} be-
cause of the lower antenna impedance and lower input impedance of the subsequent
amplifier. {In the present application the effective amplifier input impedance will be
that of the loading resistor (1.45 k£2.) The moly-permalloy antennas are waterproof and
can be buried in the ground without fear of ground-water leakage problems. An addi-
tional advaniage of the physical confipuration of these antennas is that they can be
buried very inconspicuously, which can result in immunity from vandalism in uncontrol-
led areas. In our application a field preamplifier was used within 5 %o 10 m of the an-
tennas. However, up to 330 m of cable can be used between the moly-permalloy
antennas and the first amplifier; this also decreases vulnerability tc vandalism and
destruction of components by inclement weather.

Amplifier and Filtess

The amplifier (amplifier 1, Fig. 4) used on the outpui of the moly-permalloy
antenna was an Ithaco model 1541 low-frequency seismic chopper preamplifier. The
magnetic case enclosuire normally supplied was replaced by aluminum, and the standard
gain ranges of 60-80 dB and 80-100 dB were modified to 50-70 dB and 70-90 dB. The
precurement cost including modifications was $950 each (1974). A gain of 60 dB was
used at all sites. The unit was powered by an extemal dual D.C. power supply at + 20
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V, 10 mA each supply. The 3-dB bandwidth was nearly 100 Hz, with -3-dB points at
0.01 Hz and 100 Hz. The input was balanced and had an impedance of 4 M2 shunted
by 0.01 uF. The maximum noise specified over the band 0.1-100 Hz is 0.16 uV rms
with input shorted and 0.66 4V rms with 200 k& source impedance. The amplifiers
were located within 5 to 10 m of each antenna and were enclosed in waterproof
aluminum boxes containing a dessicant for dehumidification.

Amplifier 2 was of unity gain and consisted of a 12-dB/octave multiple-feedback
low-pass active filter {-3-dB point at 2 Hz) followed by a passive 6-dB/octave high-pass
filter (-3-dB point at 0.04 Hz). The high-pass filter was constructed using two 1000-uF
electrolytic capacitors in series back-to-back configuration, with an empirically selected
termination resistor of approximately 5-10 k2 in value. This filter was intended pri-
marily for d.c. blocking. It was checked in the laboratory for frequency response and
stability of phase-shift characteristics with varying temperature and was found to be
acceptable. The low-pass filter used a 2-uF and a 10-uF nonelectrolytic capacitor, each
of which was obtained from a parallel combination of 1- to 2.5-u4F, 50-V dipped capacitors.
The correct combinations were determined with a capacitance bridge. The frequency
response of the filter was checked in the laboratory, but the temperature stability of the
phase-shift characteristics was not. It was discovered after all the field installations were
complete that the temperature stability of the dipped capacitors was not as good as is
customary with the larger tubular varieties. This may explain the nonconstant system
phase-shift differences between members of pairs of sites, observed by means of the
calibration system.

Ampilifier 3 is a Neff model 123 general-purpose d.c. amplifier with selective calibra-
ted gain positions and low-pass filter bandwidths. A d.c.-to-10-Hz (-3 dB at 10 Hz, 12
dB/octave) filter bandwidth was used at all sites. A gain of 200 was used at NY; a gain
of 500 was used at all other sites. The overall frequency response of the system including
that of the telemetry system is shown in Fig. 6. This response was determined by induc-
tive coupling of a constant rms magnetic field into the antenna at various frequencies with
subsequent observation of the rms level change at the laboratory (output) terminal. The
overall response was optimized for Pcl reception in the frequency range of 0.5-2.0 Hz.

The Data Lines and Telemetry Equipment

Full duplex type-C2 conditioned data lines were used from NRL to each of the
five receiving stations. Signals could be sent from NRL to all sites without interrupting
the flow of returning data. All telemetry equipment was hard-wired to the telephone
lines through telephone company interface equipment; no acoustic couplers were used.
The lines were active 24 h each day without interruption.

Type-C2 conditioning provides a bandwidth of 300-3000 Hz with maximum varia-
tions of -2 to +6 dB or 500-2800 Hz with variations of -1 to + 8 dB. The maximum
frequency error is +5 Hz. Absolute phase shifts are not specified. A minimum of 40
dB dynamic range was usually maintained. Greater detail of specifications for C2 and
other grade lines is available from Bell System publications [35]. Data lines to the FL
and IL sites were provided by Western Union at an approximate cost of $505 and 421,
respectively, per month. The lines to the NY and WV sites were provided by American
Telephone and Telegraph Co. (AT&T) at a cost of approximately $342 and $327,
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respectively, per month. The MD line was provided by the Chesapeake and Potomac
Teiephone Company at a monthly cost of $136. Initial installation charges are usually
of the order of a few hundred doliars, provided telephone lines of quality sufficient to
meet the desired grade of conditioning exist within a few hundred feet of the circuit
termination points.

Pcl data received at the field sites, which were amplified and conditioned as discus-
sed previously, were telemetered to NRL on the data lines in an analog form on
frequency-modulated (FM) carriers in standard IRIG proportional-bandwidth channels,
Data from &l north-south (NS) oriented anfennas were sent as a carrier centey frequency
of 9680 Hz, and data from all east-west {EW) oriented antennas was sent at a center fre-
quency of 1300 Hz. Maximum modulation of the carrier center frequencies was * 7.5%.
At each site the two FM-modulated carriers were summed and transmitted along the same
data line and then separated and demodulated at NRL fo regain the original signal form
for each antenna.

The telemetry modulation/demodulation equipment was purchased from Data-
Control Systems, Inc. (DCS), Danbury, Conn. Models GOV-5 modulators, GFD-17
demodulators, GFD-17L-51 low-pass filters, and GMAS housing module assemblies were
used, A send/receive system for five sites as depicted in Fig. 4 with no spares would
cost approximately $24,000. The equipment is capable of providing a 60-dB noise-free
dynamic range.

The telemetry send-lines from NRL to the field sites were used for a calibration
system that would probe all five systems simultanecusly at the same frequency and
phase. A synthesizer at NRL was used to select a test sine wave in the region of 0.5-2.0
Hz. This was FM modulated on a 1700-Hz center-frequency carrier and telemetered to
all field sites where it was demodulated to regain the 0.5-2,0 Hz sine wave. This signal
was then induced into each of the antennas by means of a calibration loop consisting
of a single turn of wire wound tighily around the antenna outer circumference at the
middle of the antenna axis (see Fig. 4). A 1000-£2 resistor was inserted in series with
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the leads to each single-turn inductor to ensure maintenance of constant-rms current
through the calibration loop over a 0.1-20 Hz range. The demodulators automatically
disconnected themselves from the calibration loop when no carrier was present (i.e. when
no calibration was being sent from NRL).

Use of the calibration system allowed site-to-site comparisons of overall-system
phase differences to be made at will without leaving the laboratory. However, any delays
originating in the send system (including modulator, demodulator, and data line) must not
be variable with time and must be known as a function of frequency so that they can be
subtracted from the total two-way delay. Demodulation of the calibration signal in the
field was accomplished using FM reproduce boards from a Bell & Howell tape recorder.
The low-pass filter on each demodulator was of sufficient bandwidth that negligible phase
shift occurred at that stage. Also the DCS modulators produced insignificant phase shifis,
The low-pass filters associated with the DCS demodulators, however, introduced signific-
ant (but constant) phase shifts—52 ms for the 960-Hz channel (14-Hz bandwidth) and
32 ms for the 1300-Hz channel (20-Hz bandwidth). These delays were essentially constant
over the band 0.5-2.0 Hz. The delays over the data lines were measured by temporarily
wiring the calibration signal output of the demodulator at the field site directly into the
input of the modulators. With the receiving system eliminated from the telemetry loop
and with the measured equipment delays accounted for, the one-way data-line delays
were determined; they are shown in Table 1. Repetition of these measurements during
occasional site visits showed the delays to be invariant with time and frequency over the
band 0.5-2.0 Hz. Caution must be exercised in associating data-line delays with great-
circle distances between termination points because the actual line routing may deviate
vastly from this arc and also because part of the delay is attributable to electrical appa-
ratus as opposed to actual transit time along the line.

Cross-correlation lags computed from Pcl data originating at two different sites must
be corrected for time lags caused by phase shifts in the data lines, the receiving system,
and the telemetry demodulators if the highest accuracy is desired. Figrue 7 shows sche-
matically the flow of data from the field (point b) to the laboratory (point c), as well
as the flow of the calibration signal from the laboratory (point a) to the field and back
again. Where arrows are shown without labels the delay is insignificant. The expression
for the correction factors to be applied to the cross-correlation lags determined for Pcl
data from different sites can now be determined,

Let
At; = time delay for the data line
At, = time delay for the receiving system
At = time delay for the telemetry demodulator
At, = time for calibration signal to go from (a) to (b} to (¢)
At, = time for data signal to go from (b} to (c).

A single superscript will be used on all quantities when they refer to one site only, and a
double superscript will be used if the quantity refers to differences in that parameter
between two sites, i.e.,
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Table 1—Propagation Delays Deter-
mined for the Data Lines and Inter-

facing Circuitry
Station One-Way Data-Line
Delay (ms)
NY 8.5
1L 11.7
MD 3.5
wv 9.0
FL 12.2
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Fig. T—Bchematic showing system delays over the calibration
link {from point a t¢ point b) and over the data-return link
{from point b io point ¢}, Multipie paths are shown for the
purpose of alternate grouping visualizations.

AKZ) - AHD) = Ax2L), W

If the actual time of arrival of the Pcl at site “i is £ and that actually observed at the
laboratory is 4, then

i) = 6D~ AdD = D A - AdD - AdD, 2

If arrival times tm for two different sites (say, sites “I” and *“n”} are observed for an
event that occurred in the field at times tg } and t£m3 then the difference in observed and
actual arrival fimes is given by

Afhm) = Aghm) _ Aflm) o pghm) o pgdm) 3
The system delay can be expressed in terms of the calibration signal delay as

AtD = A - 24D - Al (4)
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The difference in these quantities relative to sites ! and m is given by

Arlhm) = Aghm) _gap(hm) L pplhm), (5)
By substituting Eq. (5) into Eq. (3) we obtain

Ahm) = Ag(im) _ Afhm) o Ag(bm) (6)

Equation (6) states that the actual time-of-arrival difference is equal to that observed in
the laboratory minus a correction factor equal to the cross-correlation lag between cali-
bration signals returned from two different sites plus a factor equal to the one-way
difference in data-line lag. This equation would require an additional term representing
the calibration field-demodulator lag if it were nonnegligible. The calibration delay
Atgl'm) is a function of frequency and must therefore be determined at the same fre-
quency as the Pcl event analyzed. Since significant day-to-day variations in this parame-
ter are also observed, it is important to determine the correction factor in close temporal
proximity to the Pcl event of interest. The temporal variations are attributed to the
effect of diurnal temperature variations on temperature-sensitive electronic components at
the sites. The chief candidate for these variations are the high-capacity dipped-ceramic
filter capacitors (amplifier 2, Fig, 4) and the moly-permalloy antenna. The maximum
range of all delay correction-factors lumped together for the events reported on was

0-77 ms.

One additional accounting of telemetry delay must be dealt with. The DCS
demodulators for the NS and EW data channels had initially bandwidths of 14 and 20
Hz, respectively. This was a consequence of the difference in FM carrier frequency and
proportional bandwidth equipment. This difference in bandwidth introduced a 26-ms
shift between the NS and EW data channels. Equation (6} still holds if NS(EW) is com-
pared to NS(EW), but an undeterminable error ranging from 0 to 26 ms arises if the NS
and EW components are combined before correlation with the equivalent ‘rom another
site. Since a component combination technique of squaring and summing was used
extensively in the work, the bandwidth of the EW channel was decreased to 14 Hz to
eliminate this source of error. However, because of a lengthy procurement time for the
lower bandwidth filters, only the Pcl events labeled with Julian day 338 (to be discussed
below) are not affected. Inclusion of this small delay uncertainty in the remaining data
does not seriously affect the computations and conclusions.

The Recording Equipment

The 10 channels of data received at the laboratory were recorded on analog and
digital magnetic tape recorders and on chart recorders. A Gould/Brush model 480 eight-
channel chart recorder was used at a speed of 0.1 mm/s for visual monitoring of incoming
data. This speed was too slow to distinguish individual cycles of the carrier but per-
mitted recognition of the pearllike envelope modulation of Pcl emissions. The NS
channels from all sites as well as the EW channels from IL, WV, and FL were recorded
24 hours a day on one chart recorder. These records were not destroyed regardless of
the presence or absence of Pcl activity, provided most of the sites were operational. The
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NY and MD EW channels were monitored for a short period of time each day to verify
proper receiver operation only. These records were too brief to retain., Analog and
digital magnetic tape records were saved only when high-quality Pcl emissions were ob-
served at all five stations.

The analog recorder was a 1-in.-tape, 14-channel Bell and Howell model CPR 4010,
Al} data were recorded at a speed of 15/16 in./s with 4600 ft (1402 m) of tape per
10.5-in. reel. The length of recording time per tape was 16 h. Each of the ten data
channels was recorded on a separate track via FM intermediate-band electronics {312-Hz
bandwidth, 1688-Hz center frequency 37-dB signal-to-noise ratio, and flutter less than 1%
p-p {2 sigma) in band 0.2-312 Hz). An IRIG-B standard amplitude-modulated time code
from a chronometer {Datatron model 3000 time code generatorftransiator) and an IRIG
standard servo track signal were recorded on direct record channels, The chronometer
was synchronized within 1 ms daily with the Canadian broadcast CHU and drifted no
more than 5 ms/day.

Digital recording was done on a modified Monitor Labs (ML) 9100 system having a
12-bit word size (11 bils plus sign) and having a recording dynamic range slightly in ex-
cell of 60 dB. Two Digidata model 1500 seven-track digital tape drives were inferfaced
with the system for automatic switchover. Recording could be done at a density of 556
or B0 characters per inch. The tape decks had dual 1000-word {2000-character) buffers,
which filled and unloaded onto tape altemately in oxder to avoid time gaps and sampling
incoherency across the interrecord-gaps of the magnetic tape records. Twelve characters
of time, hundreds of days through units of milliseconds from the paralle} digital output
of the Datatron chronometer, were recorded at the beginning of each record. The 1-MHz
source used for the chronometer was also used o derive the sampling timing for the ML
9100 system. The system is simple to operate and reasonably compact, requiring (with
the exception of the tape decks) less than 0.08m? (3 ft3) of rack space. The logic is
hard-wired with front panel controls. No computer is used. Up to 32 analog channels
can be sampled.

Two modes of operation are selectable on the modified ML 9100 system. The
sequential-scan mode, which allows the fastest continuous sampling rate {1000 channels/s},
samples and records at a uniform rate within a scan (first through last channels of
analog input) and from scan to scan. The scan-and-pause mode, which permits attain-
ment of minimum time skew among all samples of a given scan, can sample at rate up to
5000 channels/s within a scan, but the time between successive scans must be equal to
or greater than 0.01 s. The scan-and-pause mode was used to record the 10 channels of
analog Pcl data. An intrascan rate of 1 kHz and an intergcan rate of 20 Hz were used.
The time skew in sampling among any combination of channels was therefore not greatey
than 10 ms and was removable in subsequent correlation studies. The Nyquist sampling
bandwidth is 10 Hz, which is well above the high-frequency roll-off edge of the field-
conditioned data (= 2 Hz).

The Data-Processing Equipment
A schematic of the analog data-processing equipment is shown in Fig. 8. The same
analog tape recorder was used to both reproduce and record. Cross-correlations were

performed using a Federal Scientific model UC-202C 512-point Ubiquitous Correlator with
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a reproducing analog tape speed of 30 in./s. Data intervals of interest were located by
observing the Datatron model 3000 display of the translated IRIG-B time code recorded
on the tape. A switching box was constructed to allow selection of reproduced NS and
EW outputs from any pair of sites. When it was necessary to achieve reduced signal
levels, the four data channels were fed into attenuators of identical manufacture. The
attenuators for the NS and EW channels were always set to the same value for a given
site.

Spectral analysis was carried out on the signals from the output of the attenuator.
A Federal Scientific model UA-6B 500-line spectrum analyzer was used in conjunction
with an option 66-2A 3-D automatic display control and Tektronix 611 storage display
scope. A Polaroid camera was used to photograph the display. Z-axis intensity modula-
fion was used to enhance the prominence of large-amplitude frequency components. A
500-Hz analysis range was used; it had an inherent 1-Hz resolution and 1-s memory time.
At a playback speedup factor of 32 this translates to a resolution of 0.03125 Hz and a
memory time of 32 s. The frequency axis of the display was expanded so that the inter-
val of 0 to 3 Hz was displayed. Individual frequency displays were incremented approx-
imately every 8 s, referred to unity speedup factor.

Following the attenuators the four data channels were band-pass filtered using
Princeton Applied Research selective amplifiers model 189 that were precisely adjusted
for zero relative phase-shift by observation of linear Lissajous displays among all outputs
with a common test signal input. All polarization displays shown in this report of the
band-pass filtered signals were obtained by digitizing the data with the ML 9100 system
in the scan-and-pause mode with a time skew between NS and EW channels of 4 ms. The
polarization ellipses were then plotted on a Calcomp plotter, and the sense of phasor
rotations computed. by successive arctangent computations on a CDC 3800 computer. A
small d.c. offset present at the output of the band-pass filters was removed by passive 6
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dB/octave high-pass filters. The small d.c. offset would not affect the orientation, eccen-
tricity, or sense of rotation of the polarization ellipse but would degrade the performance
of the subsequent squarer.

The NS and EW channels for each site are squared and summed to form a squared
magnitude relative fo the horizontal receiving plane. Cross-corrvelations between the
summed outputs are used to measure Pcl phase delays between sites. It is noted that
there is a 180 degree phase ambiguity in such correlations because of the squaring proec-
ess, and these comparisons thus are labeled as pseudo-phase correlations in Fig. 8. The
180-degree phase ambiguity can usually be resolved by refersnce to the cross-correlations
between the individual component signals between sites. No attempt was made to retum
the summed output to a linear form by using a square-root circuit because of additional
offset and limited dynamic range problems. The squarer eircuifs used Burr-Brown 4203K
multiplier/divider integrated circuits, which were followed by resistive summers and an
output unity-gain voltage follower.

Envelope detection of the squared signal magnitude was accomplished at the low-pass
filter following the summer. For some data samples these filters were Kronhite model
3750 devices adjusted for satisfactory ripple removal and acceptably small difference in
phase shift characteristics in the expected envelope fluctuation freqguency band. The
remsining data samples were envelope detected using a NRL-fabricated two-stage,
maultiple-feedback, low-pass filter with an ultimate roll-off of 24 dB/octave. Each low-
pass stage had a 3-dB high-eut point at 0.469 Hz, referred to unify tape speedup factor.
All components were hand selected o achieve minimal phase shift differences from 0-0.5
Hz between the two respective channels.

4. PROPAGATION ANALYSIS METHODS

Three different methods were used fo determine direction of arrival and speed of
propagation from propagation time differences determined hetween pairs of sites by the
cross-correlation method. The first and simplest method was a plane-wave analysis based
on a flat-earth approximation. In this approximation distances and azimuthal angles
between sites are computed from chords joining the site locations on a spherical earth.
The second method attempts to account for earth curvature by using a hybridization of
the plane-wave method with spherical trigonometry. It is assumed that the plane wave
travels along a great-circle path with a wavefront lying along another great-circle path
perpendicular to the first. The third method allows for curvature of the earth as well a8
a form of curvature of the wavefront, It assumes that the wave propagates from a
localized secondary source region with a wavefront that expands with a circular {or
cylindrical) symmetry. The first two methods require at leagt three sites to make a
determination of speed and direction of arrival. The third method requires four sites.
When the minimum number of sites was used with any analysis method for determining
speed and direction of arrival, the solutions obtained using various combinations of the
five stations were sometimes inconsistent. A better approach for cbhtaining a solution to
the propagation problem was cobtained by using a leastsquare, error-minimizing technique
with the data from all five sites. This approach reduced the impact of small errors in the
data {or deviations of actual propagation condifions from the simplified concepils employed
in the analysis methods) on the propagation properties determined. Values of speed
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and arrival direction computed represent overall averages. The inconsistencies alluded to
above are represented as a variance or standard deviation in one of the solution param-
eters. The scalar velocity parameter was chosen for this purpose in all three propagation
models. The mathematical details for each method are given below.

Plane-Wave, Flat-Earth Method

Between the ith site and the reference site the following parameters are known:

d; = the distance measured along a chord from the ith site to the reference site

t; = the propagation time delay between the ith site and the reference site (¢; is
negative by convention if the wave arrives at the reference site last)

o; = the azimuthal angle between the geographic meridian plane and the chord

between the ith site and the reference site.

With reference to Fig. 9, assume that the plane wave is traveling with a speed v at an
azimuthal angle ¢ with respect to the geographic meridian. Then the following scalar
relation is mathematically exact:

-dy -dy -dj -dy
V=-—-—~Costl; =——Cosby = Cosflg = —Cosf, (7

where 8, is the angle between the plane-wave direction and the baseline between the ith
and reference sites.

In Eq. (7) the indices 1-4 refer to the four possible combinations of pairs of sites
relative to a common reference site. By expressing § in terms of ¢ and « and substituting
into Eq. ('7), one obtains

-d;
V=T~1005(a,.-¢) i=1,23,4. (8)

I

Because inaccuracies exist in the measurement of d;, ¢;, and «;, the multiple equality
indicated in equations 4.1 and 4.2 is only approximately realized. We define error func-
tions as follows: _

e;i(9) = [d; cos (g - d)t; - d; cos (o ~ $)/t;12 9)

1/2
ert (p) =( 2. e,—,—(¢)> : - (10)
iLi
>i
Equation (9) represents the squared difference in prediction of propagation speed for two

different pairs of sites. Equation (10) is a composite error function that represents the
rms error characteristic of all possible differences between the four predictions of velocity.
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Fig. 9—5chematic of coordinate system
and variables used for the planewave,
flat-earth propagation model

A computer algorithm was generated to determine the value of ¢ (to within 1 degree)
that minimized err (¢). For this value of ¢ = ¢ . the corresponding four values of
velocity,

V. = - dl cos (ai = ‘?mm}!ti (11}

H

were determined, as well as the average velocity v and the standard deviation in velocity,

o= [(Z V2 - N?z)/(zv-l)]m (12)

with N = 4.

Plane-Wave, Spherical-Earth Method

This method is shown schematieslly in Fig, 10. The direction of wave travel is
assumed to lie along a great-circle path passing through the reference site. The wave froni
{also along a great-circle path) that passes through the ith site is perpendicular to the ray
direction at point P. We define the following symbols as
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Fig. 10—Schematic of coordinate system and vari-
ables used for the planewave, spherical-earth propa-

gation model

¥ —azimuthal angle of arrival of wave at reference site relative to geographic
meridian

R—radius of the earth

d; —great-circle distance between ith site and reference site (known value)

d, —great-circle distance between ith site and point P (must be calculated)

dp,~great-circle distance between reference site and point P (must be calculated)

¥;.~—azimuthal angle of arc d;, relative to the geographic meridian at the reference
site (known value)
¢t;/—propagation time between ith site and reference site (known value); ¢; is nega-
tive by convention if wave arrives last at reference site.

Individual speed values are obfained from the relation
vV, = dpr/ti i=1,234. (13)

Distance d,, must be related to the known parameter values. Using the law of sines for
a spherical triangle one may write the relation
sin 90° sin (¥ - ¥;,)
sin (d, /R) sin (d;, /R)

or

angle (d;,/R) = sin"! [sin (¥ - ¥, ) sin (d, /R)]. (14)

By using the law of cosines and noting that one of the terms involved drops out because

of the right angle at point P, one obtains
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cos(d,./R) = cos (diij) cos (dprjR) {15)
or
4 [cos {d,;./R) }
dpr = R cos W .

Equations {14} and (15) allow v; to be determined as a function of azimuth ¥ of arrival
of the wave, Since the four estimates of v; will in general not be identical at any com-
mon value of ¥, an error function similar to that in Eq. (9) is defined. The determina-
tion of the value of ¥ for minimum rms error in velocity, the value of the average
velocity, and standard deviation in velocity are then obtained by the same procedure as
for the flatearth model,

Source Location Method

The geometrical construction for the source location method is illustrated in Fig. 11.
The wave is assumed to spread uniformly from a localized source region te the ith and
jth sites along great-circle paths d;; and dg;- The associated propagation times from the
source are Af,; and é.tsj. These are always positive quantities. By using the spherical
triangle defined by the meridians from the geographic pole to the source and to the ith
site and by the great-circle path d,; the following usefu! relation is obtained from the
law of cosines:

- angle (d;/R) = VAL /R = cos™ {cosB,cosf +sin8;sinf_cos (g, -9 )]  (16)

where V is the velocity of propagation and R is the radius of the earth. From Eq. {186)
one may write an abbreviated relation:

Atgj = Rf(ai: 935 ‘P,', ‘ps)fv (17)

where the function f is given by the right-hand side of Eq. (16). The actual observable
quantity in time is the propagation delay between two sites. This can be determined by
subiraction, as

At = At - At = RIf6,0,,¢,9) ~ f0,,0,,9,0)]/V. (18)

Here i and j denole two different sites. The value of At;j can be positive or negative,

depending on the magnitudes of At,; and Af;;. The same sign convention for Aty holds
as for the other two methods. We now define an error function as

e; = RIUFB;,0,,0,0) - 0,00, 0)1/V - At (19)
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Fig. 11—Schematic of coordinate system and variables used
for the source location method

where j represents the reference site and i represents any of the four other sites, The
first term on the right side of Eq. (19) represents the prediction of the propagation time
delay between sites i and j for a given choice of 0, ¢;, v, and the second term, Aty
represents the experimentally determined value. Equation (19) is used to form a com-

posite rms error function.
1/2
err (6, 0, V) = (Z e3> . (20)

iFi

The summation is over i, with j held constant. A computer algorithm is used to search a
three-dimensional table of candidate values of 6, ,, and V to determine the set of these
parameters for which function err is a minimum. In our analysis the increment in 6 was
1 degree, the increment in ¢ was 2 degrees, and the increment in V was 3% of the plane-
wave solution velocity. Upon determination of source parameters &, ¢,, and V, the
velocities V,J, defined as

Vij = RIf0; 0,9 9,) - 10,0, 0, 01 /At =0

were determined for the four combinations of pairs of sites. The standard deviation in
velocity was then determined in the same manner as indicated in Eq. (12). It should be
emphasized that the standard deviations calculated in this manner indicate a measure of
internal consistency between model and data. They do not represent a measure of
consistency obtained by repeated measurement of the same quantity.
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As will be discussed in more detail in Sec. 5, a stability test was performed on the
source location model to determine to what degree the solution was affected by variation
of the {;; input parameters from the values required for an exact mathematical solution.
The results of the test indicated that the actual source location defined by the coordi-
nates ¥, and ¢, was quite sensitive to the introduced error. However, the movement of
the source region as a function of introduced error in the input parameters was closely
constrained fo fall on the great-circle path between the reference site and the zerc-error
source location. Hence the azimuthal direction of arrival inferred from this method is
insensitive to errors in the input parameters. The velocity parameter was not strongly
affected by input parameter error. The source location method should realistically be
considered to be a third form of direction-of-arrival determination method that allows
for the curvature of the surface of the earth and curvature of the wave front toward the
source region,

Propagation analysis methods having a greater degree of complexity were not con-
sidered because of the necessity to have many more site locations to determine the pro-
pagation parameters. The logical extension of the source location method with a circu-
larly spreading wave front would be a similar method with an elliptically expanding wave
front. However, two additional parameters need evaluation for this approach. One is the
ellipticity; the other is the orientation of the major axis of the elliptical wave front.
Complete determination of parameters for this method would require a minimum of six
sites.

5. RESULTS

A total of 18 time windows of data of either 8- or 18-min duration were analyzed
in detail. These sampies were taken from seven different days over the period from
April 15 to December 4, 1975, and represent the best gquality Pcl events observed
simultaneously at all five sites during the interval from April 9, 1975, to February 19,
1976. All times used are universal times (UT) in units of hours and minutes unless indi-
cated otherwise. Julian days are listed with the calendar dates because it was considered
more convenient to use Julian day only for identification in other areas of the report.

Discussion of the Data

Table 2 summarizes the dates and time windows of the events analyzed, the geomag-
netic activity K, index, the center-frequency of the narrow-band spectral slice utilized,
and the apparent direction of arrival in azimuth, apparent group velocity and standard
deviation in group velocity for three different mathematical models. All data appear to
be taken during relatively quiet geomagnetic conditions by implication of the low K _*
values. Pcl frequencies range from 0.838 to 1.281 Hz. The last three headings blocked
off at the top of Table 2 refer to the three different analysis methods used to delermine
propagation speed and direction of arrival, The plane-wave, flat-earth method computes
the azimuth of arrival and speed of propagation parameter values in a manner that
minimizes the internal discrepancy in velocity between all sites with respect to the Florida

*For a discussion of the significance of the K, index, see Ref. 36.
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Table 2—Summary of Data Windows Analyzed and Computed Propagation Model Parameters

Plane-Wave Plane-Wave Source-Location
Julian | Calendar Analysis Pcl Fiat-Earth Spherical Earth Spherical Earth
Day Date Interval | K} Frequency
(UT) (Hz) Az Vel Dev Az Vel Dev Lat | Long| Vel Dev Az
(deg) | (km/s) | (km/s) | (deg) [ (km/s) | (km/s] | {deg) | (deg) | (km/s)} (km/s) | (deg)
105 | 15 Apr 75 | 0345/0403 | 2- 838 4 11106 122 2 1114 129 46 82 | 1006 56 9
0915/0923 | 1+ 1.242 6 | 1373 79 4 1383 86 52 80 | 1318 46 9
106 | 16 Apr 75 [ 0630/0648 | 2+ 878 6 1187 86 4 1196 92 46 82 1080 43 9
065070708 | 2+ 878 27 | 1202 46 54 72 | 1202 42 19
070070718 | 2+ 878 42 | 1495 249 [ 41 1528 254 44 76 | 1436 | 134 27
0710/0728 | 2+ .878 =12 | 1457 189 48 84 | 1457 | 145 4
119 | 26 Apr 75 | 0808/0826 | 1 1.250 6 817 75 4 823 79 44 82 706 27 11
081670824 | 1 1.250 7 758 105 5 764 107
122 [ 2May 75 | 0757/0805 | 3 883 22 502 39 20 509 41 70 46 517 42 18
195 ) 14 July 75| 0754/0802 | 2+ 1.281 -4 772 a3 -6 774 87 46 84 703 39 4
196 j 15 July 75| 044070448 | 2 909 -20 517 92 -22 514 95 42 84 465 30 6
0510/0518 | 2 1.090 -1 To4 66 -3 57 71 A8 84 697 38 4
338 | 4 Dec 75 024170259 | 3 1,019 16 523 72 14 529 T4 44 82 444 47 11
1.031 14 530 60 12 535 62 44 82 450 39 11
025070308 | 3 1.019 11 538 69 9 543 71 44 232 458 36 11
1.031 0 507 66 -2 510 69 44 82 461 30 11
0300/0318 | 3 1.019 11 875 41 9 682 44 44 82 594 38 9
1.031 -2 643 79 -4 646 82 44 82 585 44 11
0315/0333 | 3 1.031 18 639 29 16 648 32 64| 68 640 31 13
063070648 | 2+ 1.2569 -20 643 129 =24 576 103 44 84 662 55 5
064270700 [ 2+ 1.259 -15 694 96 -18 683 98 46 86 652 50 -1
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(FL) site.T In principle only three sites are required for this calculation. We have found
that the redundancy of two exira sites increases the reliability of the solution. The plane-
wave, spherical-earth method functions in an analogous way but allows for the curvature
of the earth’s surface, Again only three gites are required for the calculation, but five
sites or four time differences are always used. The difference in resulis from these two
methods is insignificant. The third {source location) method allows for curvature of both
the earth’s surface and of the wavefront itself. Four sites are required for this calcula-
tion, and the inclugion of the fifth creates one redundancy. It should be understood that
azimuth (AZ) values listed for the three methods refer to the azimuth of arrival at the

F1L site relative to the geographic meridian. A (-degree azimuth implies propagation from
north to south along the geographic meridian. For the plane-wave, flat-earth method the
arrival azimuth would be the same at all sites. Because of earth curvature the arrival
azimuths would be slightly different at the other sites for the plane-wave, spherical-earth
method. Since the source location method uses a curved wave front the arrival azimuths
could be very different at the other sites, depending on the proximity of the source to the
network of sites. The columns labelied “Dev” in Table 2 represent the standard devia-
tion of the variation of the velocity between pairs of sites from the root-mean-square
velocity {Vel} determined by application of the analysis method,

Thus the standard deviations represent an internal variance peculiar {o the model
employed, They do not represent variation ohserved from repeated measurements of the
gsame data window.

A stability test was performed for the source location method to ascertain the effect
on the solution parameters of latitude, longitude, and velocity caused by varying degrees
of error in one of the input time delay parameters. The results of the stability test are
shown in Table 3. Propagation time delays between each of the other sites and the FL
site were computed for a velocity of 800 km/s from a source at 60°N latitude 60°W
longitude. These values were -1.999, -1.180, -1.444 and -1.088 sec for NY/FL, WV/FL,
MD/FL, and IL/FL, respectively. The rooi-mean-sguare deviation from these times and
the calculated source location latitude and longitude and azimuth of aryival at the FL
site were calculated for introduced errors of + 0.10 s for the WV/FL input parameter and
+ 0.05 to £ 0,30 s for the NY/FL parameter. The compuied latitudes and longitudes
representing the sclution with introduced inpul parameter errors move away from the
exact or zero-error solution location in a manner such that the azimuth bebween the
source location and the FL site is nearly invariant. Hence the most meaningful solution
paramefer for the former date in Table 2 for the source location method is the azimuth
of arrival of the wave at the FL site rather than the specific geographical location of
source region ifself.

Table 4 lists the actual cross-correlation time delays obtained for all data time
windows analyzed. These data were used with the analysis methods in Sec. 4 to calculate
the velocity and direction of arrival results in Table 2, A ““minus” sign before the data
value implies that the signal arrived at the other site prior to arrival at the reference site.

+1t was found that if any other site was used as 2 common reference the baseline was too short and the
propagation times between sites were too smeall compared to measurement accuracy and compared to
deviations in computed temporal model parameters from actual complex propagation conditions.
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Table 3—Stability Study of Source Location Method

Perturbation | L2titude | Longitude AZI:;Uth Velocity g‘;ri‘:t‘“i‘f)‘;‘l rme Time
{deg) (deg) Arrival {km/s) (km/s) )
i (deg)
NONE 60 60 22.6 800.0 0.3 0.001
NY + 0.050 58 64 22.0 800.0 10.6 0.048
NY - 0.050 52 72 21.0 776.0 115 0.041
NY +0.100 66 46 92.4 824.0 19.0 0.065
NY - 0.100 52 72 21.0 776.0 18.1 0.065
WV +0.100 46 78 18.8 752.0 16.1 0.063
WV - 0.100 66 40 24.2 824.0 34.0 0.091
NY + 0.200 66 48 21.6 848.0 41.2 0.138
NY - 0.200 50 74 20.7 752.0 336 0.129
NY +0.300 66 50 20.9 872.0 66.2 0.210
NY - 0.300 46 76 23.0 728.0 55.0 0.191

All cross-correlation time delays were obtained on data that were narrow-banded at a @
of 50, with subsequent squaring and summing of NS and EW components followed by
low-pass filtering to accomplish a form of envelope detection. This detection method
was compared fo full-wave rectification followed by low-pass filtering for a single axial
component., Negligible differences in terms of cross-correlation results were observed
when a single component was used for both methods.* The squaring method tends to
weight the importance of the large amplitude data at the expense of the lower amplitude
constituents. A square-root device was not used after the squaring method detector be-
cause of problems with dynamic range and offsets inherent in these analog devices.¥

Table 5 lists the apparent attenuation constants in decibels per/1000 km for most of
the previously listed data time-windows. The word ‘“apparent” is used because the ob-
served signal strength between two sites depends upon the attenuation of the hydromagne-
tic wave in the ionospheric medium as well as the transmission (or leakage) coefficient
from the ionospheric medium to the surface of the earth. The constants were calculated
with the assumption that the wave field strengths were attenuated exponentially with
distance. All amplitude ratios were with respect to the FL site. The amplitude values

*It s not possible to vectorially combine two components of data with conventional rectification low-
pass filtering detection methods.

tSince the cross-correlation was performed with analog apparatus, the squaring, summing, filtering {(and
square-rooting if applied) were also accomplished with analog devices.
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Table 4—Summary of Propagation Time Delays Between Sites
for Group Velocity Determinations

. Analysis Pel
s | G | | ity UL | W e |
(UT) (Hz)
105 § 15 Apr 75 0345/0403 838 -1,323 | - 880 | - .8232 | - 511
0915/0923 1.242 -1.122 | - 715 | - 692 | - 754
106 |16 Apr 75 063070848 .878 -1.147 § - 852 } - 861 | - .891
0650/0708 878 -1272 | - 821 1 - 965 |- 785
0700/0718 878 -1.240 | - 818 | - .6b8 | - 438
0710/0728 .878 - 866 | - 680 | - 486 | - 688
119 | 26 Apr 75 0803/0826 1.250 -1.634 | -1.270 1 -1.257 | -1.289
0816/0824 1.250 -1.649 | -1.301 | -1.538 | -1.414
122 | 2May 75 Q75710805 .B83 -2.815 | -1.980 | -2.389 | -1.806
195 | 14 July 75 0'754/0802 1.281 -1.553 | -1.277 | -1.201 ; -1.410
196 | 15 July 75 (440/0448 809 -1.801 | -1.844 | -1.287 | -1.939
0510/0518 1.090 -1.891 | -1.329 | -1.246 | -1.4390
338 | 4 Dec 75 024170259 1.019 -2.489 | -2,041 | -2.290 | -1.914
1.031 -2,520 1 -1.978 | -2.180 | -1.914
025070308 1.018 -2.411 | -1.978 | -2.103 | -1.914
1.031 -2.395 | -2.041 | -1.978 | -2.101
0300/0318 1.019 -2.083 | -1.479 | -1.603 | -1.539
1.081 -1.864 | -1.5567 | -1.524 | -1.879
0315/0333 1.031 -2.301 | -1.5586 | ~1.759 | -1.539
0630/0648 1,259 -1.364 ; -1.364 | -1.181 | -1.601
08420700 1,259 -1.442 | -1.260 | -1.149 | -2.586
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Table 5—Observed Attenuation Constants in Decibels per 1000 Kilometers

Plane-Wave Source-Location
. Azimuth Used Azimuth Used
Day | otewal
Attenuation Standard Atfenuation Standard
Constant Deviation Constant Deviation

105 0345-0403 5.30 2.41 5.18 2.33
105 0915-0923 7.63 4.52 7.52 4.46
106 0650-0708 2.81 1.54 2.80 1.57
106 0700-0718 2.29 1.34 2.15 1.29
106 0710-0728 2.40 1.74 2.05 1.54
119 0808-0826 6.70 2.75 6.62 2.80
122 0757-0805 8.01 4.38 .8.02 4.40
195 0754-0802 5.30 2.34 5.10 2.48
196 0440-0448 -0.47 3.28 -0.59 2.22
196 0510-0518 6.06 2.50 5.92 2.52
338 0241-0259 12.78 2.89 12.88 3.07
338 0250-0308 13.05 3.63 13.05 3.63
338 0300-0318 12.03 4.39 12.07 4.42
338 0315-0333 9.25 3.92 9.33 4.02
338 0630-0648 10.09 4.48 3.01 3.63

were manually extracted from strip-chart plots of vectorially summed NS and EW com-
ponents that were previously bandpass filtered with a @ of 20. Ratios were determined
on the average of once every 0.3 to 1.0 min. of data window. No attenuation constants
were calculated for events 106 0630/0648 and 338 0642/0700 because the amplitude
ratios were not very stable as a function of time, All values of amplitude ratio for a
given site pair were averaged over the data window before the attenuation constant was
computed. The standard deviation listed is a measure of internal consistency of the
average attenuation constant calculated for the four pairs of site combinations. Calculated
values are shown for arrival azimuths based on the plane-wave and source-location models
but the differences are insignificant.

The Data Spectra

The spectral characteristics of the data are presented in Appendix A. No additional
filtering was used in the spectral presentations over the actual passband of the receiving
system, which was 0.39-2.1 Hz (-3-dB points). The horizontal line just above 1.5 Hz is a
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display calibration marker at 1-9/16 Hz. The spectral display was intensity modulated,
which tends to produce a somewhat thresholded appearance. A 32-s memory time was
used; it consequently provides 0.03125-Hz frequency resolution. The raster is composed
of individual amplitude-frequency displays incremented approximately every 9 s in time.
The spectra were generated using the largest amplitude component at each site {usually
the NS component). The amplitude of the signal input to the spectrum analyzer was
carefully adjusted to retain most of the fine structure detail, with second priority given
to displaying the weaker signal compeonents and noise background. A 2-dB adjustment
often made an appreciable difference in the display. A weak input emphasized the dis-
crete fine structure but made the overall bandwidth seem narrow. A strong input
bloomed out the fine structure detail but often brought to view an apparent wider emis-
sion band structure. The rather small dynamic range of the display (not the electronics)
should be kept in mind when comparing spectra.

The narrow-band fine structure that rises in frequency with increasing time, a well-
known feature of Pcl emissions, is evident in most of the displays but is especially
prominent in Fig. A6 (an “A” before the figure number implies that the figure occurs in
Appendix A). Note that the frequency scale does not start at zerc in this example. The
narrow vertical bands that somewhat degrade the appearance of Fig. Ab are caused by
transient impulses in the data from atmospheric discharges, or “spherics,” which momen-
tarily overloaded the specirum analyzer. Most of the evenis are relatively narrow band
(defined in this context as less than 0.5 Hz) with the exception of the events on Julian
days 106 (Fig. A2) and 122 (Fig. A4). All data that were analyzed for polarization
characteristics and velocity/direction-of-arrival analysis were narrow-band filtered at a @
of 50 with a center frequency near the center of the speciral bands shown in Figs. Al-
AB8. The data used to compute attenuation constants were filtered at the same center
frequencies but with a @ of only 20. The narrow-band filtering was employed te
diminish beating effects on the shape of the Pcl amplitude-time envelope and on the
eccentricity, orientation, and phasor rotation of the polarization ellipse. Obviously it is
undesirable to eliminate all beating effects, since if this were done there would be no
envelope modulation at ell and cross-correlation {echnigues would not be porasibie except
for carrier phase comparisons, Narrow-band filtering is beneficial in several ways:

1. It equalizes the spectral bandwidihs at all sites, whereas without filtering they
would be unequal because of propagation effects.

2. It reduces the effect of local interferences such as powerline {ransients and elec-
trical storm discharges.

In all cases the filters were carefully adjusted so that phase shifts between all filter
pair combinations at the center frequency * 0.5 Hz were minimal and insignificant. This
was accomplished by observing the Lissajous figure resulting from a test signal in the
manner described in Sec. 3. The detrimental effects of beating in broad-band signal
analysis sre discussed in Sec. 2 under the subheading *“Polarization.’”” Other investigators
employing narrow-band filtering in Pcl analysis were Fraser {19] and Campbell and
Thomberry [18].
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The Data Envelopes

The envelopes of the narrow-band filtered amplitude-time data for all but the last
data window for day 338 are shown in Appendix B. These illustrations represent
envelope magnitudes in the horizontal plane. The narrow-band filtered NS and EW com-
ponents at each site were squared, summed, low-pass filtered, and then digitized. A com-
puter algorithm was used to take the square root before plotting. Careful attention was
employed to eliminate d.c. offsets and drifts in this processing. The envelope magnitude
method of data presentation has the advantage of reducing the number of illustrations by
a factor of two (by virtue of the combination of NS and EW components). In addition
it is a better form to use for making comparisons between sites because component-to-
component comparisons can lead to confusing and sometimes erroneous conclusions.
Comparison of a NS component at one site to an EW component at another site can lead
to an error of up to £ 1/4 cycle (0.25 s at 1 Hz) for an elliptically polarized wave (an
explanation follows under the heading ‘“Phase Analysis”.

The general appearance of the envelope magnitudes requires some explanation. For
example, a very obvious change in appearance occurs at the 9-min tick mark in Fig. B7
{data sample on Julian day 119). This change is accompanied by a change in spectral
characteristics of the event as shown at approximately 0819 UT in Fig. A3. Here a
lower emission band fades out, leaving only the slightly higher frequency band that com-
menced at approximately 0814 UT. The envelope modulation is caused by beating of the
various frequency components that compose the emission and that are not rejected by
filtration. If only two frequency components are present and the center frequency of the
band-pass filter is placed midway between them, the maximum beating of the envelope
will be observed. If on the other hand the center frequency of the filter is placed close
to one of the two component carrier frequencies the envelope modulation will be greatly
diminished. In Fig. B7 the center frequency of the filter is held constant at 1.25 Hz,
The beating patiem varies from slow to rapid to slow again, concurrently with the
broadening and subsequent narrowing of the spectrum.

The envelope magnitude illustrations, which are presented with synchronism among
all five sites, provide the reader with an excellent opportunity to judge the quality of
the data used in the cross-correlations for determining group velocity and direction of
arrival. The time scales for each of the five sites have been adjusted to remove the pro-
pagation delays so that the modulation peaks are aligned vertically. From purely visual
and somewhat subjective observation the greatest similarity in envelope modulation
patterms among all five sites occurs in Figs. B2, B6-B11, and B16.

The Data Polarizations

The polarization characterisiics of all the data presented in this report are shown in
Appendix C. Each polarization ellipse represents 5s of data, and the start of each subse-
quent ellipse is exactly 1 min from the start of the previous one. The upward ordinate
direction is toward magnetic north; the right abscissa direction points toward magnetic
east. All data were band-pass filtered at a Q of 50. Careful attention was paid to tuning
the identically constructed filters to eliminate phase shifts between NS and EW channels,
which would affect the eccentricity of the polarization ellipses. The time sequence is
from left to right and the starting and ending times are as given in the figure captions.
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The amplifudes at each site were adjusted to yield comparable average magnitudes among
all sites, The polarization displays for the 18-min. data windows were divided into twe
sections for illustration purposes. Graphical display of the data facilitates rapid visual
defermination of the polarization linearity, the orienfation of the polarization ellipse, and
the rotation of the ellipse as a function of time and site location. The polarization dis-
plays show that there is a slight tendency for the FL site to have more linear polarization
than do the more northerly sites. This effect is not pronounced, however, over the
latitudes spanned by our network of receiving sites. The characteristics of the polarization
phasor rotation were also analyzed in detail by computer analysis of the digilized data,
Both right-hand and lefi-hand polarizations were observed at all sites. The percentage of
time, statistically, that each site exhibited right-handed phasor rotation was calculated and
the following results were found: NY, 37%; IL, 52%; MD, 45%; WV, 52%; and FL, 50%.
A transition from LH phasor rotation at the higher latitudes to predominantly RH rotation
at the lower latitudes was not observed. Failure {o observe predominantly RH phasor
rotation at the lower latitudes leads one to conclude that either RH polarization does not
dominate at iow latitudes, as has been postulated by theorists, or the effect is masked by
the beating effect discussed in Sec. 2, despite the fact that the data were heavily filtered,

Table 6 lists the average angle of projection of the major axis of the polarization
ellipse relative to the geographic meridian for a selected group of events that had reason-
able temporal stability in polarization characteristics over the interval shown. These angles
will be used subseguently to test the hypothesis of Baranskiy that the polarization alines
towzrd the secondary source region. Note that the time intervals in Table 6 are either 8
or 9 min long and are in some cases smaller time windows than previously associated with
data from the same day. In each case the smaller time window matches that of the
corresponding polarization illustration in Appendix C. The angle of inclination of the
eight to nine polarization ellipses in the illustration was averaged for each site. These
averages, which represent inclinations from magnetic north, were then adjusted for the
magnetic declination at the respective sites to give angles relative to the geographic
meridian, A positive angle denotes inclination east of the geographic meridian, and a
negative angle, wesi. In cases where a given polarization ellipse could not be assigned a
definite incdlination because of extremely small amplitude or because of erratic behavior,
it was ignored. Data windows that exhibited much erratic behavior were not included in
the table,

The hypothesis of Baranskiy implies that the polarization projections tend to point
toward the secondary source region at high and middle latitudes. This tendency was
derived from theoretical calenlations for linear polarized waves in a homogeneous bound-
less plasma. In reality neither homogeneous nor boundless conditions are accurate
physical descriptions, and exactly linear polarization is seldom observed (although it must
be conceded that most polarization measurements are made outside the ionosphere). The
NY, IL, MD, and WV sites can certainly be considered midlatitude sites. The FL site is
probably horderline belween middie and low latitude.

To test this hypothesis, we plotted the data in Table 6 on the maps shown in
Appendix D. They have a simplified outline of northeast America and use the same
projection as was used in Fig. 8 and in Appendix E {to be discussed). On this projection
great-circle paths from any of the sites to distances of a few thousand kilometers can be
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Table 6 —Average Inclination of the Polarization Ellipse to the Geographic Meridian. Positive
Value Indicates Inclination to the East; Negative Value Indicates Inclination to the West

NY IL MD wv FL
(deg) (deg) (deg) (deg) (deg)
105 (0916-0924| ©58.4% 3.8| 50.0+f 2.7| 2781+ 3.4 27.9+ 2.7] 10.1+ 4.7
106 [0720-0728| 26.9+11.7| 498+ 26| 16.1+ 7.1| 289+ 28] 11.3+ 3.9
119 10802-0818f -86.7+ 7.6 43.0+ 7.7/-359+12,7| -7.0+ 46| 9.1+103
119 10812-0827; -104.6+ 93| 363+ 8.7|-42.0+ 85{-144% 57| -19+ 7.2
122 :0800-0808| 83.8%* 95| 50.0%f 95| 449+ 33| 406+ 3.8{ 299+ 9.0
196 [0441-0450) -73.4+13.5|-40.2* 54|-50.6*11.1|-501x 6.6|-19.2% 6.1
196 [05611-0520] -86.3+ b5.8|-12.3+23.0|-50.2+ 6.4|-35.7+t 87 |-21.1* 9.2
338 (0241-0250| 30.8% 96| 536t 64| 289+ 84| 31.7+f 58| 224+10.6
338 | 0251-0300f 428+259| 59.0 45 33.5+19.6] 269+* 6.0| 25.6 +30.0
338 |0301-0310| 48.3+15.0| 65.7+15.3| 308+ 85} 32.7+11.3| 32.8+11.6
338 | 0631-0632| -66.2+ 3.5|-19.3+ 26|-15.3+ 2.7[/-20.7% 2.7 8.2+ 5.1

Day Time

represented by straight lines with sufficient accuracy for the purpose at hand.* The solid
lines emanating from each site position in the illustrations in Appendix D represent the
projections of the major axis of the polarization ellipses. The dashed line (longer dashes)
represents the direction of arrival at the FL site using the plane-wave, flat-earth method
and propagation time-delay data. The dotted line (or shorter dashes) represents the
direction of arrival at FL using the source location method. A glance at all the illustra-
tions in Appendix D immediately shows a strong tendency for alinement of the polariza-
tion projections. While the alinement is often too poor to allow any firm deductions it
is cbvious that the polarization orientation is not random. In two cases, 119 0809/0818
and 196 0441/0450, the intersection of all five polarization projections in a relatively
small area appears to support the Baranskiy hypothesis, in spite of the fact that the
polarizations are not exactly linear. In all the other cases shown the tendency to con-
verge is still apparent. Strangely enough, some of the worst examples in terms of
convergency have the smallest standard deviations listed in Table 7 (for example, 105
0916/0924 and 338 0631/0639). Comparison of the polarization projections to the
plane-wave and source location directions of arrival is not consistent. Sometimes one or
the other direction of arrival methods gives good corroboration, but at other times both
methods are in disagreement. Thus it must be concluded that the directional indications
of the polarization data from the five-station network do not usually point to or intersect
on a source region which is in agreement with the direction of arrival computed from

*The type of projection is unknown. The straight-line approximation was checked by computing and
plotting trajectories of several great-circle paths using spherical trigonometry,
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Table 7T—Comparison of the Average Inclination of the Polarization Ellipse at the Florida
Site to the Calculated Direction of Arrival for the Plane-Wave, Flat-Earth and Source
Location Models

Time Pola;ization Stax.idgrd P}ane Sgurce
Day (UT) Azimuth Deviation Azimuth Azimuth
(deg) (deg) (deg) {deg)

105 0346-0354 38.3 7.5 4 9
106 0355-0403 28.9 1497 9
105 0916-0924 10.1 4.7 6 9
106 0631-0639 28.3 5.9 6 9
106 0640-0648 6.4 4.4 8 9
106 0651-0659 12.4 10.4 21 19
106 0700-0708 12.5 10.5 27 19
106 0710-0718 12.4 5.7 -12 4
106 0720-0728 11.3 3.9 -12

119 0809-0818 9.1 10.3 8 11
119 0819-0827 -1.9 7.2 7 *
122 | 0800-0808 29.9 9.0 22 18
195 0755-0804 -17.8 8.3 -4 4
196 0441-0450 -19.2 6.1 ~20

198 0511-05620 -21.1 9.2 -1 4
338 0241-0250 22.4 10.6 16 11
338 0251-0300 25.6 30.0 11 i1
338 0301-0310 32.8 32.8 11 9
338 0311-0320 29.2 15.4 11 8
338 0631-0639 B.2 8.2 -20 5
338 0640-0648 8.2 6.2 -15 -1

*Vslue not defermined.
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time delay measurements. Summers [29] predicted that because of refractive effects the
farther a wave proceeds toward the equator the more the polarization should approach
the geomagnetic meridian (which we estimate to be about 11°E at the FL site). This
prediction was corroborated by observations of Tepley [30] and Smith [31], and this
trend can also be seen in our determinations of direction of arrival and polarization pro-
jection.

Fraser and Summers [32] suggested the possibility that for near-linear polarization
the projection of the major polarization axis for low-latitude stations might point to the
source region. This hypothesis is in conflict with the prediction of Baranskiy, who
thought the method would work only at high and middle latitudes. It also seems less
plausible because of the refraction effect. Table 7 compares the average polarization
inclination of the FL site with the direction of arrival azimuths computed using the plane-
wave and source location methods based on time-delay measurements. There are more
entries in Table 7 than in Table 6 because the FL site polarizations taken alone satisfy
more frequently the criterion of approximate linearity and consistency in orientation
than when polarizations from all five sites are considered as a whole, as was done for
Table 5.5. Some of the average polarizations shown have large standard deviations, how-
ever, and should be accepted only with caution. Inspection of the table shows that there
is poor agreement between the polarization inclinations and the computed directions of
arrival. In addition, there is no better agreement with the polarization inclinations for
either the plane-wave or source location method.

Resuit Summary Maps/Direction of Arrival

The results of Table 2 are displayed pictorially in the illustrations of Appendix E.
The straight lines terminating at the FL site represent the computed direction of arrival
for the plane-wave, flat-earth method. When solutions for more than one time interval
are plotted on the same illustration they are tagged with a label that is referred to the
applicable data window in the figure caption. The tagged circles represent the computed
locations of the secondary source region for the hydromagnetic wave propagation in the
ionospheric medium. It is emphasized again that the azimuthal angle of arrival at the FL
site for the source location method is a more reliable parameter than the actual source
location point. Specification of the source location region on the illustrations allows a
rapid visual qualitative comparison of arrival directions associated with the two methods
of computation, as well as an association of a geographical area of origin. The arclike
curves labeled L = 2, 3, 5, and 10 included on the illustrations are the Mcllwain L-shell
contours for an altitude of 200 km.* The contours do not change significantly for the
purpose at hand for altitude up to 400 km. As mentioned in Sec. 2 the secondary
source regions have been reported to be observed most frequently between L-shell values
of 4 and 10.

There is evidence that observation of Pcl micropulsation characteristics is dependent
upon a solar time-of-day scale. Baranskiy [24], Troitskaya et al. [27], and Summers and
Fraser [28] indicate that in northern latitudes the major axis of the polarization ellipse
rotates in a counterclockwise manner with time in early morning hours. This rotation is

*The L-value is the geocentric distance measured in earth radii to the place where the field line crosses the
equatorial plane and is the same parameter as is used in McIlwain coordinates. For a discussion of McIlwain
coordinates, see Ref. 37.
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attributed 1o a westward movement of the secondary source region as the dawn day-
night terminator migrates westward. In an attempt to associate observed Pcl characteris-
tics with solar-time conditions at ionospheric ¥, layer altitude, contours representing the
demarcation of astronomiecal twilight and sunrise at a given instant of time and at an
altitude of 3560 km are plotted on the illustrations of Appendix E. The stippled area
represents the transition region from iotal darkness on the left to sunlight on the right.
The two stippled areas on Fig. E1 represent the twilight-sunrise conditions for the two
data windows for day 105. Several other illustrations indicate the advance in the twilight
contour by a dashed line for two or more data windows following closely in time,

The data for these contours were taken from tables issued by the Nautical Almanac
Office as a supplement to the American Ephemeris in 1846 {38]. The correction factor
to account for altitude above the surface of the earth had to be extrapolated mathemat-
ically because the tabular values extended oniy to 1525 m (5000 ft). A constant factor
of -29 min of arc was used for correction for refraction effects, This value represented
the tabular entry for the lowest temperature and pressure combination, -60°F and 102
mbar, respectively.

Inspection of the illustrations of Appendix E shows no consistent tendency for
angular dependence of the incoming wave on the location of the twilight-sunrise contouss.
Contours primarily west of the network of stations do not cause waves to arrive along a
westward-tilted azimuth, and contours primarily east of the network of stations do not
cause waves to arrive along an eastward-tilted azimuth. On the other hand, Table 2 sug-
gests a tendency for counterclockwise {CCW) rotation of the angle of arrival on a much
shorter time scale for the overlapping data sequences taken on two different days (106
063070728 and 338 0241/0333). For day 106 the CCW rotation tendency established
by the first three data windows is somewhat negated on the last window, which indicates
a substantial rotation to the east. The polarizations for this time period are too unsettled
to allow determining a rotation itendency. For day 338 the COW rotation tendency is
weak. For the data processed at 1.019 Hz over the time span 0241/0318 a maximum of
B degrees of rotation is ohserved for the plane-wave method and only 2 degrees for the
source location method. For the data processed at 1.031 Hz over the same window, a
16-degree CCW rotation is observed by the plane-wave method but no rotation by the
source location method. The final data window of 0315/0333 again destroys the con-
tinuity of rotation by registering a significant clockwise (CW) rotation of 20 degrees for
the plane-wave methods and 2 degrees for the source location method. The polarization
ratation tendency inferred from Table 6 for the three data windows spanning time
interval 0241/0310 indicates CW rotation for the NY, IL, and FL sites. The rotations for
the MD and WV sites are not consistently unidirectional and are oppostie each other.

The second data window for MD indicates a CW rotation relative to the first, and the
third indicates a CCW yotation, The WV data show a CCW rotation for the second win-
dow and a CW rotation for the third. The rotation sense for the polarization ellipse axes
does not complement the rotation sense of the direction of arrival directrix computed
from propagation time differences between sites for the two days of data for which an
overlapping time sequence of data windows was analyzed. It should be recognized that
the large standard deviation associated with the average polarization orientations precludes
a high degree of confidence in any conclusions based on them. It is our opinion that this
problem would be inherent in polarization data collected in the same latitudes by any
other system of measurement. Conclusions on orientation trends can be obtained only
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by statistical studies of a large number of well-behaved events. Since our data samples were
obtained by highly selective standards with most consideration given to cross-correlation
characteristics and only secondary consideration given to polarization characteristics,
these samples are insufficient for such a statistical study of polarization orientations.

Much more significance, however, is attributed to the following observations. For
each of the three wave propagation methods, rms time-delay errors indicating the devia-
tion of the input data from the equivalent “‘exact” solution values were calculated for
each data window. In all but two instances the source location method had slightly
better internal consistency (i.e., lower rms error). This property is also apparent in the
lower standard deviations in computed velocities for this model, The average rms time
error for each of the three methods was

Plane wave, flat earth: 0.306 £ 0.158s
Plane wave, spherical-earth: 0.335 £ 0.151s
Source location: 0.186 + 0,105 s.

‘The average azimuthal angle of arrival at the FL site was calculated for each method.
These were found to be

Plane wave, flat earth: 5.5 + 15.4°E
Plane wave spherical earth: 3.2 + 15,2°E
Source location: 99+ 6.7°E.

The source location method, which is intermally more consistent, is also much more con-
sistent in average azimuth of arrival. We have determined that the geomagnetic meridian
passes through the FL reference site at an azimuthal angle of approximately 11°E.* The
close proximity of the average direction of arrival by the source location method with
the geomagnetic meridian is in strong support of the theoretical determination by
Greifinger and Greifinger [3] that propagation along the meridian is most favorable. The
plane-wave methods support this finding somewhat less convincingly, primarily because
of the large deviation of the computed directions of arrival from the average value. It
must be recalled, however, that the two plane-wave methods do not fit the observed data
as well as the source location method. We inferpret these observations as evidence that
it is necessary to take nonplanar wave fronts into account in propagation calculations.

The concept of ducted Pcl micropulsations being constrained to propagate along the
geomagnetic meridian is not new. In fact it was originally assumed by workers in this
field that this was the only possible direction a ducted wave could travel (see for example
Ref. 6 and 17). It was not until the report of observations of E-W propagation by
Campbell and Thomberry [18] and Fraser [19] that off-meridian propagation was given
serious consideration.

Finally, it must be stated that the possibility of purely E-W propagation cannot be
examined with the data from our five-station network. Because our stations are at mid-
latitudes, strict E-W propagation would pass by undetected. Correspondingly, no data

*The geomagnetic meridian pagsing through the FL site follows a path that intersects the L-shell con-
tours at right angles. The 11 E inclination was determined by manually sketching this path and meas-
uring the azimuth at the FL site with a protractor.
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windows analyzed for this report have ever indicated propagation in an E-W direction.
The largest off-meridian propagation angles observed were 31°E and 33°W relative to the
geomagnetic meridian or 42°E and 22°W relative to the geographic meridian. These
values were obtained using the plane-wave propagation model, which as mentioned
previously gave the larger diversity of directions of arrival. The largest off-meridian pro-
pagation angles observed using the source location model were 16°E and 12°W relative to
the geomagnetic meridian, or 27°E and 1°W of the geographic meridian. Although the
geographical location of the sites makes detection of east-west propagation improvable,
the results above show that at midlatitudes there is a strong tendency toward meridianal
propagation.

Attenuaiion

It is desirable to interpret the attenuation constant data in Table b in relation to the
twilight-sunrise curves shown in the illustrations in Appendix E. Our observations are in
agreement with those of other reports that optimum ducting conditions appear to occur
in late night to early morning howrs. The latest time at which a quality event was
recorded was about 0930 UT or 0430 local standard time. Observation of Pcl’s at all
five stations have in a few cases existed until 0830 local standard time. However, the
effects of severe attenuation, which are characteristic of daylight conditions, have by then
become apparent in terms of very poor signal-to-noise ratio at the FL site. Over the local
time interval (UT-5 hr) of 2130/0430 within which our data are clustered, the observed
atfenuation rates appear to be determined by existing ionospheric conditions much more
strongly thar the location of the twilight-sunrise swath relative to the five-station network.
For example, the data faken on day 338 have the largest attenuation values observed,
even though the sunrise line is the farthest east of the site network. The far eastward
igcation of the sunrise terminafor places the ionosphere above the network in the darkest
and potlentially optimum condition of low-attenuation ducting. The lowest attenuation
rates (with the excepiion of the anomalous result on 196 0440/0448) were obtained on
day 106, when the ionosphere above most of the sites was experiencing twilight condi-
tions. Hence, in the optimum late-night, early-moming ducting time interval the attenug-
tion rates depend only weakly on the proximity of the dawn terminator and are probably
more strongly dependent on ionospheric properties. A study of atienuation constant vs
ionospheric electron density data was not attempied because of the unavailability of
ionosonde data in fhe appropriate geographical areas.

The magnitudes of the attenuation constants are considerably larger than those cal-
culated by Greifinger and Greifinger {3] for nighttime minimum sunspot conditions,
which indicated attenuation rates of 2 dB or less per 1000 km for propagation up to
15 degrees off the geomagnetic meridian and 4.5 dB or less per 1000 km for propagation
af angles up to 30 degrees from the meridian. However, our values ave in the same range
as those measured by Bagnall {397, The anomalous {amplification) result for day 196 is
indicative of the unpredictability of relative signal amplitudes at two given sites and sug-
gests that leakage or transmission of the hydromagnetic wave energy from the ionospheric
medium to the surface of the earth may not be constant over the dimensions of our net-
work of stations. This hypothesis is also supported by the large standard deviation found
for all data windows.
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Velocity

The velocities of propagation computed for all data windows ranged from 444 to
1523 km/s. The magnitude of the velocity, unlike the computed direction of arrival, was
not a strong function of the computational model. The maximum variation in predicted
velocity among the three models was 16%, and the average was 9.6%. The velocities
observed span the range of values reported in most other reports contained in the refer-
ences, but are all considerably smaller than the 2300 km/s velocity reported by Campbell
and Thornberry {18] in their observation of E-W propagation. Where several adjacent
or overlapping sequences of data were analyzed, the temporal progression of values found
was slow and smooth. Most of the sequences (notably those for days 106 and 338) seem
to indicate a trend of increasing velocity with duration of the event; however, the data
collection is too small to support this statistically.

Phase Analysis

A considerable portion of the data analysis effort was directed toward phase correla-
tion and consequent phase velocity and direction-of-arrival determination. Initial attempts
to cross-correlate undetected single-axis components of the Pcl signal from two different
sites led to conflicting results when various combinations of NS and EW components
were used. The reasons for this are not difficult to understand. If the wave is elliptically
polarized, which is generally the case, and if the major axes of the polarization ellipses
aline with the NS axis direction at each site, then cross-correlation of NS vs NS or EW
vs EW would give identical results. However, cross-correlation of NS at one site vs EW at
the other site would be in error by an amount characteristic of rhe ellipticity of the wave,
This could be as large as * 1/4 cycle. If the polarization ellipses are not inclined at
identical angles relative to the sensor axes at the various sites, which again is the usual
situation, then cross-correlation of NS vs NS at any two sites would be in error for the
same reason as given above by an amount depending on the ellipticity of the wave and
the inclination of the polarization ellipses. For site pair separations of the order of 500
to 1000 km this source of error is too large to ignore for reasonably accurate results.

This problem has always been ignored in previous reports by other workers because of
the use of site separation of several thousand kilometers and because in most cases only
envelope correlations and consequent group velocity parameters were determined. The
envelope detection removes the phase information and reduces some of the sensitivity
to the above problem.

In our phase-correlation work this problem was eliminated by squaring and summing
the NS and EW signal components at each site. The composite signal was then cross-
correlated with the equivalent at another site. The squaring processes, however, created
a 180-degree phase ambiguity in the composite signal. Cross-correlation of the composite
signals results in an always-positive correlation function with successive relative maxima
representing alternately in-phase and out-of-phase conditions. The amplitude of the cor-
relation function drops slowly rather than abruptly with time lag on either side of a
broad “envelope” maximum. The narrower the bandwidth of the presquared signal com-
ponents the broader the cross-correlation function “envelope” maximum becomes. The
180-degree phase ambiguity can be resolved by resorting back to cross-correlations
between single axis components. The maxima in the composite cross-correlation function,
which represent the desired in-phase conditions, can be identified by association with the
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nonsquared-component correlation function between the largest amplitude components at
each site. When a site has nearly equal amplitudes for both N5 and EW axes, several sets
of component correlations must be performed. The locations of the in-phase correlation
peaks for these sets will bracket the position of the correct peak relative to zero time lag.
it frequently happened, however, that although an in-phase maximum occurred close to
an envelope correlation function maximum for one site pair, at another pair two in-phase
maxima straddled and were nearly equidistant from the envelope maximum. Hence a
dilemnma occurred as to which phase-correlation peak to choose, In an effort to retain
objectivity, direction of arrival and phase propagation velocity calculations were carried
out using various combinations of the somewhat ambiguous cross-correlation time-lag
parameters. In the five-siation analysis method with all correlations relative to the FL
reference site, if two phase correlation lags are used as candidate input parameters for
each of the four site paris for direction of arrival calculations, then 16 “candidate solu-
tions” result. The candidate solutions were thinned by arbitrarily retaining only those
solutions that had standard deviations in the velocity {computed between individual site
pairs along the determined direction of arrival) of less than 30% of the average velocity.
These remaining solutions were then compared to the nonambiguous group-wave solution
to determine whether it was possible to obtain at least one phase solution within reason-
able bounds of the group solution. This procedure was performed only with the plane-
wave, flat-earth method. The results for a few examples are summarized in Table 8.
Muitiple entries for phase-wave results are due to unresolvable ambipuities, as discussed
above.

It was found that for many candidate phase solutions the normalized standard devia-
tion in velocity (standard deviation per unit velocity) is as good as or better than that for
the group velocity detexmination. In general, however, the computed direction of arrival
and velocity for the candidate phase solutions bear so little resemblance 1o the group-
wave solution that it is not possible to be certain which, if any, of the phase solutions is
the correct one. Particularly disturbing was the tendency to obtain candidate phase
solutions with velocity considerably smaller than that of the group solution. According
0 theory {see Sec. 2} the phase velocity should he larger than the group velocity. For
days 105 and 108, which had group velocities in excess of 1000 km/s, no candidate
phase solutions were obtained with velocities greater than or equal to the group value.
For day 196, data window 0440/0448, there are two candidate phase solution velocities
greater than the group velocity value of 517 km/s. The value of the one possibility, 592
kmjs, is 15% larger than the group velocity and is a quite reasonable value. The other
value found, 1601 km/s, is 3.1 times larger than the group velocity and is probably not the
correct solution. In the following time window, 0510/0518, the 1366-km/s candidate
phase solution is 81% faster than the group velocity solution of 754 km/s. It may be
that the relatively faster phase velocity for this window is caused by a closer proximity
of the analysis center frequency o the lower cutoff point frequency in the spectrum
{Fig. AB}). For the rest of the examples, for which only one value of phase velocity
greater than group velocity was obtained, the ratio of phase velocity to group velocity
ranged from 1.49 to 2.21. These rather large values for the ratio may indicate that the
analysis center frequency was close to the ionospheric waveguide cutoff frequency, at
which point there is a wide divergence between phase and group velocity. As mentioned
in Sec. 2, near the cutoff point the phase velocity will approach infinity.
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Table 8—Comparison of Group-Wave and Phase-Wave Determinations of
Velocity and Direction of Arrival

Frequency Azimuth ; Veloeity Stax}da?rd Normalized
Day Time (hz) Group | Phase (deg) (km/s) Deviation | Standard
{(km/s}) Deviation
105 | 0915/0923 1.242 X 8 1373 79 .058
X -3 736 50 .068
X -9 622 136 217
X -14 462 95 206
106 | 0630/0648 .878 X 6 1187 86 072
X -4 536 22 041
0650/0708 878 X 27 1202 46 .038
X -7 543 37 .068
X 20 529 90 170
X 21 461 94 204
0700/0718 878 X 42 1495 249 167
X =7 543 35 .064
X 41 785 167 .213
0710/0728 .878 X -12 1457 189 130
X -6 546 33 .060
X -14 446 105 .235
X ~-20 319 76 238
119 | 080870826 1.250 X 6 817 75 .092
X -3 492 88 179
X -13 490 20 .041
X 11 638 38 .060
X 13 1214 202 .166
0816/0824 1.250 X 7 758 105 139
X 11 638 37 058
X -3 492 89 .181
X -14 484 20 041
X 12 1212 200 1656
122 | 0757/0805 883 X 22 502 39 078
X 15 524 35 0867
X 21 481 51 106
X 23 434 98 226
X 10 341 39 114
X 28 1108 79 071
195 | 07540802 1.281 X -4 772 83 .108
X 0] 627 47 .075
X ~7 488 82 .168
X -10 429 84 .196
X -19 468 15 032
X -17 1183 166 139
196 | 0440/0448 809 X -20 517 92 178
X 1 592 57 .096
X -23 400 31 078
X -13 410 23 227
X -26 1601 261 157
0510/0518 1.090 X -1 754 66 088
X 2 627 47 .075
X -22 1366 258 189
338 [0630/0648 1.269 X -20 643 129 201
X ~17 437 16 .037
X -22 371 58 156
X 2 572 33 .058
X -13 1036 149 144
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The discussion of these resulis has been pursued primarily to point out the difficulty
of using cross-correlations between Pcl ““carriers’ to obtain estimates of phase wave
parameters. Because of the inability to obtain a unigue solution, the potential high pre-
cision of this method is severely compromised. This point is glossed over in all literature
on Pcl analysis procedures. The large variation in position of the phase correlation func-
{ion peaks relative to the envelope or group correlation function maximum for various
site pair combinations, as well as the large difference between group velocity and phase
velocity estimates, indicate that dispersion may be quite significant.

6. SUMMARY OF RESULTS AND THEIR RELEVANCE
TO NAVAL COMMUNICATIONS

Ducting

The resulis of the data analysis in the last section support the generally held conten-
ticn thai naturally occurring Pel hydromagnetic emissions are ducted in a waveguide
mode at Fg-layer heights (= 350 km) in the ionosphere. The Pcl emissions were seen
with great regularity as far south as the Florida site, and geod similarity in amplitude-
time characteristics was preserved at all five sifes during early moming hours. Also in
agreement with other observations was our finding that the ability to obtain propagation
was severely curtailed during daylight and early evening hours.

Analysis of propagation time delays between sites indicated that better agreement
between data and propagation analysis method can be obtained if the method allows for
curvafure of the wave front foward the ionospheric secondary source region than can be
obtiained from a plane-wave method. When a method employing a circularly expanding
wave front from the localized source region was used, it was found that the wave tended
to arrive at the Florida site on paths with azimuths close to that of the geomagnetic
meridian. Considering both this method, as well as the less internally consistent plane-
wave method, the maximum deviations of the propagation path from the geomagnetic
meridian were 31°E and 83°W for all data presented. Using the more intemally consist-
ent curved wave front method alone, maximum deviations of only 16°E and 12°W from
the geomagnetic meridian were found.

Propagation Velocity

Group velocity determinations, unlike the direction-of-arrival determinations, were
found to be wlatively independent of the analysis methods used. Velocities observed
ranged from 444 to 1523 km/s. The variation in propagation velocity from day to day
is probably caused by variations in ionospheric Fy-layer plasma density as suggested by
Manchester {6], although this likelihood could not be checked because of the lack of
ionosonde data in appropriate geographical aveas, Atiempts fo measure phase velocity and
the difficulties involved in interpreting the resulis are discussed in Sec. 5.
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Attenuation

Measurement of the attenuation constant for propagation over the five-station net-
work during the early moming hours showed that the attenuation is highly variable from
day to day and that the apparent attenuation is higher for ULF than it is for ELF. The
values found were as high as 13 dB/1000 km but were more typically 6.5 dB/1000 km.
Typical attenuation for ELF is 1 dB/1000 km. Our measured values of attenuation are
somewhat higher than those indicated by the theoretical calculations by Greifinger and
Greifinger [3] but are in relatively good agreement with the measurements by Bagnall
[39].

Dispersion

No specific tests for dispersion were conducted. However, in a qualitative sense the
envelope variations of the Pcl emissions in the receiving system bandwidth of 0.39 to 2.1
Hz were quite similar to cursory visual inspection at all five sites, from New York to
Florida and from Maryland to Illinois, when good ducting conditions prevailed. Corre-
spondingly, visual comparison of the spectra at all five sites for all data shows no pro-
nounced spectralt differences as a function of latitude or longitude.

To obtain data among various site combinations of sufficient similarity to obtain
cross-correlations with accuracies reliable to the order of tens to hundreds of milliseconds,
required eliminating variant beating patterns characteristic of data with slightly different
spectral characteristics. This was achieved by narrow-band filtering of all data with a Q
of 20 to b0.

In the phase velocity study it was found that the positions of the relative maxima of
the phase correlation peaks as a function of time lag in relation to the single envelope-
correlation peak for cross-correlations between various pairs of sites were highly variable,
Thus some dispersion did indeed occur and cast into uncertainty the reliability of phase
velocity calculations.

Relevance

All the evidence of this research effort, as well as previous NRL efforts to stimulate
hydromagnetic emissions in the Pcl band, indicates that the ULF band cannot be con-
sidered an attractive alternative to the ELF band.

Previous NRL research showed that hydromagnetic emissions in the Pcl band are not
readily stimulated by methods such as artificial ionization releases in the 90- to 140-km
altitude range, by ionospheric heating at E- and F-layer heights by powerful HF radars,
or by VLF-ULF interaction methods using powerful naval VLF communications trans-
mitters. Other novel and untried methods of hydromagnetic wave stimulation are certain
to exist, but at present there is still no practical way to generate waves capable of trans-
mitting information in the ULF frequency range. Furthermore, the trouble is far from
over even if a successful method for generating ULF traveling waves is discovered. Trans-
mission of the traveling wave from a naval installation to an itinerant fleet appears
fraught with problems, Current theory and experimental observations indicate that the
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only practical and efficient mechanism for longrange wave transport at ULF is by
ionospheric ducting. However, the apparent attenuation rate for ducted ULF waves near
1 Hz appears much larger than that for ELF waves at 40 to 80 Hz. In addition, a com-
munications system at ULF could not operate effectively with the prevalent variability in
attenuation from day {o day, the variability in propagation speed, and the directional
preference of propagation along the geomagnetic meridian. Dispersion would probably
further reduce the already small information rate achievable at ULF frequencies. Attempits
to use the icnospheric duct for communications during periods when ducting conditions
are favorable will have to contend with interference caused by the natural background.
One of the greatest single drawbacks o the ULF ducting mechanisms is its apparent com-
plete failure during daylight conditions over the propagation path. A communications
system attempiing to radiate ULF energy during the summer season through latitudes
higher than 70 degrees via the ionospheric duct would most likely experience nearly
complete loss of signal af all times of day because of continual sunlight at those high
iatitudes and altifudes characteristic of the duct.
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Appendix A
DATA SPECTRAL CHARACTERISTICS

51



ALTHOUSE AND DAVIS

FREOUKNCY(Hz) T

0920
- TIME{UT)

TIMELUT)

Fig. Al—Julian day 105

52




NRL REPORT 8086

NY
IL
-
I
MO %
=
ul
=
[+
wJ
i
L
Wy
FL

0630 0640 0650 Q700 (exgle] ‘0720
TIME(UT} )

Fig. A2—dJulian day 106

53

e



ALTHOUSE AND DAVIS

Ny

N

?F_RE:QU”E__NC*({H{)_' T

Fig, A3—Jdulian day 119

54




NY

MD

Wy

FL

FREQUENCY (Hz)

NRL REPORT 8086

o750 Cc8oo
TIME (UT)

Fig. Ad4—dulian day 122

55

0810



ALTHOUSE AND DAVIS

) e

o

e
T
Q
)
o2
-3
&~
&

o750 o800 .. 080
TIMEWWTY -

Fig. A5—Julian day 195

56




NY

MD

Wy

Fl.

FREQUENCY (Hz}

NRL REPORT 8086

e

L T T T e e

0440 0445 0450 0455 CS5I0 0515 0520
TIME (UT) TIME (UT)

Fig. A6—Julian day 196

57

0525



ALTHOUSE AND DAVIS

ONY

NP

 FREQUENLCY (HZ) |

LAY

P

T

i3 - L.

(0240 . . O2SO. - 0300 - 030 52

T TIME (UT)
Fig. A7—Julian day 338

58




NY

MD

Wy

FL

FREQUENCY (Hz}

NRL REPORT 8086

|
0630 0640
TIME (UT)

Fig. AB—Julian day 338

59

0680

Q700



NY

iL

FL

Appendix B
AMPLITUDE-TIME CHARACTERISTICS OF THE DATA ENVELOQOPE
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Appendix C
POLARIZATION CHARACTERISTICS OF THE DATA
The polarization ellipses were obtained by plotting the north-south data component
on the ordinate direction against the east-west data component on the abscissa direction.
Both components were band-pass filtered at a @ of 50 and at a center frequency indi-
cated in Table 2. The filters were carefully adjusted to equalize phase shift characteristics.

The polarizations are plotted in a time sequence from left to right. Each ellipse represents
exactly b s of data, and the start of each new ellipse is exactly 1 min displaced from the

start of the former one.
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Fig. C2—Data sample 105 0355/0403

Fig. C3—Data sample 105 0916/0924
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Fig. C6—Data sample 108 0651/0658

Fig, 07--Data sample 106 0700/0708
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Fig. C8—Data sample 106 0710/0718
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2—Data sample 338 0652/0700
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Appendix D
POLARIZATION PROJECTION MAPS

The average inclinations of the polarization ellipses at each site are projected to test
the hypothesis that the projections point to the secondary source region, For compari-
son direction of arrival for the group-wave solution is shown for the plane-wave, flat-
earth method (dashed line) and for the source location method (dotted line).
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Appendix E
RESULT SUMMARY MAPS

The directions of arrival and source locations determined for the group velocity
solutions using the plane-wave, flat-earth method and the source location method are
plotted in relation to the geography of North America, the Mcliwain L-shell contours, and
the astronomical twilight-sunrise terminators. The twilight-sunrise terminators were
calcnlated for an altitude of 350 km {see Sec. § of {ext). The L-shell contours are
plotted for an altitude of 200 km, but a change in position to 350 km is not significant.
The direction of arrival computed for the plane-wave method is shown as a line termina-
ting at the Florida reference site. In some instances these lines are tagged with numbered
half-circles for identification. The full circles indicate the compuled locations of the
secondary source regions. It is emphasized, however, that they are most reliably used as
an indicator of direction of arrival for the source location model (refer to Sec, 4 and 5}

126°

Fig. E1—Day 105, Twilight-sunrise contours computed at times indicated. Label indenti-
fication: (1) 0345/0403 UT; (2) 0915/0923 UT,
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Fig. E9—Day 338, Twilight-sunrise conbours at 0324 UT, Label identification: (1) 0304/
0308 UT (1.019 Hz); (2) 0800/0318 UT (1.031 Hz); (3)0315/0333 UT (1.031 Hz}
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